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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the
Architect as required.

The General Contractor shall check and
verify all levels, datums and dimensions and
shall report any and all errors and omissions
to the Architect immediately.

This drawing is to be read in conjunction
with structural,mechanical, electrical and/or
any other consultants drawings that may be
applicable.
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PROJECT CONTACTS
ARCHITECT:

MAH ARCHITECTURAL GROUP
ANN ERISMAN
1385 S. COLORADO BLVD.
DENVER, CO 80222
PHONE: 303.778.0608
EMAIL: ann@maharch.com

LANDSCAPE ARCHITECT:

CIVIL ENGINEER:
HCI ENGINEERING
COLE HABERER, P.E.
621 SOUTHPARK DRIVE, #1600
LITTLETON, CO 80120
PHONE: 303.979.3900
EMAIL:  coleh@haberergroup.com

SOILS ENGINEER:
LANDMARK ENGINEERING LTD.
LARRY MILLER, P.G.
3521 WEST EISENHOWER BLVD.
LOVELAND, CO 80538
PHONE: 970.667.6286

JUMP DESIGN COMPANY
TOM JUMP, ASLA
1733 SOUTH CLARKSON STREET
DENVER, CO 80120
PHONE: 303.282.0463
EMAIL:  tomj@jumpdesignco.com

TRAFFIC ENGINEER:
DELICH ASSOCIATES
JOSEPH M. DELICH, P.E. PTOE
LOVELAND, CO
PHONE: 970.669.2061
EMAIL:  joseph@delichassoc.com

PROJECT:  NEW DRIVE-THROUGH COFFEE BUILDING

PROJECT ADDRESS:  2396 BALMSTONE DRIVE
 LAFAYETTE CO  80026

LEGAL DESCRIPTION: LOT 5C, SOLA SUBDIVISION FILING NO. 1, REPLAT C,
     COUNTY OF BOULDER, STATE OF COLORADO

PROJECT INFORMATION DRAWING INDEX
ARCHITECTURAL
A0.0   ARCHITECTURAL COVER SHEET
A1.0   ARCHITECTURAL SITE PLAN
A1.1   ARCHITECTURAL SITE DETAILS
A1.2  MENU BOARD DETAILS
A2.0   TRASH ENCLOSURE
A3.0   EXTERIOR ELEVATIONS (1)
A3.1  EXTERIOR ELEVATIONS (2)
A3.2  BUILDING PERSPECTIVES
A4.0  SITE PHOTOMETRIC PLAN
A4.1  LIGHT FIXTURES

CIVIL
C2.0   SITE PLAN
C3.0   GRADING PLAN
C4.0  UTILITY PLAN
C5.0  PRIVATE DETAILS (1)
C5.1  PRIVATE DETAILS (2)

LANDSCAPE AND IRRIGATION
L1.0   LANDSCAPE PLAN
L1.1  LANDSCAPE DETAILS
I1.0  IRRIGATION PLAN
I1.1  IRRIGATION DETAILS
I1.2  IRRIGATION DETAILS

SCOPE OF WORK
PROJECT SCOPE INCLUDES NEW BUILDING AND ASSOCIATED SITE WORK.

NEW SITE WORK INCLUDES: GRADING, CONCRETE CURBS AND DRIVEWAYS, CONCRETE
SIDEWALKS / PATIOS, PARKING LOT AND PEDESTRIAN LIGHTS, TRASH ENCLOSURE, BIKE
RACKS, LANDSCAPING, UTILITIES, AND STREETSCAPE AS NOTED ON PLANS.

NEW BUILDING WORK INCLUDES: CONCRETE FOUNDATIONS AND SLAB, EXTERIOR WALLS /
CANOPIES / LIGHT FIXTURES, ROOFING, AND ELECTRICAL PANELS / LIGHTING / TELEPHONE
CONDUIT.

SITE SIGNAGE UNDER SEPARATE PERMIT.

SITE NOTES
1.  PRIOR TO STARTING CONSTRUCTION THE CONTRACTOR SHALL BE  RESPONSIBLE TO
MAKE SURE THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED.  NO
CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED
AND THOROUGHLY REVIEWED ALL PLANS AND  OTHER DOCUMENTS APPROVED BY ALL OF
THE PERMITTING AUTHORITIES.

2.  ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND
SPECIFICATIONS AND THE REQUIREMENTS AND STANDARDS OF THE LOCAL GOVERNING
AUTHORITY.

3.  ALL DIMENSIONS AND GRADES SHOWN ON THE PLANS SHALL BE FIELD VERIFIED BY THE
CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOTIFY MAH ARCHITECTURAL
GROUP OF ANY DISCREPANCIES EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION FOR
NECESSARY PLAN OR GRADE CHANGES.  NO EXTRA COMPENSATION SHALL BE PAID TO THE
CONTRACTOR FOR WORK HAVING TO BE REDONE DUE TO DIMENSIONS OR GRADES SHOWN
INCORRECTLY ON THESE PLANS IF SUCH NOTIFICATION HAS NOT BEEN GIVEN.

4.  THE LOCATIONS OF UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE BASED ON
FIELD SURVEYS AND LOCAL UTILITY COMPANY RECORDS. IT SHALL BE THE CONTRACTORS
FULL RESPONSIBILITY TO CONTACT THE VARIOUS UTILITY COMPANIES TO LOCATE THEIR
FACILITIES PRIOR TO STARTING CONSTRUCTION.  NO ADDITIONAL COMPENSATION SHALL BE
PAID TO THE CONTRACTOR FOR DAMAGE AND REPAIR TO THESE FACILITIES CAUSED BY HIS
WORK FORCE.

5.  SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS,
SPECIFICATIONS, AND THE SOILS REPORT.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR
REMOVING ALL SOFT, YIELDING OR UNSUITABLE MATERIALS AND REPLACING THEM WITH
SUITABLE MATERIALS PER THE CIVIL DRAWINGS AND SOILS REPORT. CONTRACTOR SHALL
SUBMIT A COMPACTION REPORT PREPARED BY A QUALIFIED SOILS ENGINEER, REGISTERED
WITHIN THE STATE WHERE THE WORK IS PERFORMED, VERIFYING THAT ALL FILLED AREAS AND
AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THE SOILS REPORT.

6.  ARCHITECTURAL FEATURES (I.E. BAY WINDOWS, FIREPLACES, ROOF OVERHANG,
FOUNDATIONS, FOOTINGS, CANTILEVERED WALLS, ETC.) ARE NOT ALLOWED TO ENCROACH
INTO ANY EASEMENT OR FIRE LANE.

7.  HANDICAP ACCESS TO BUILDING IS DESIGNED ACCORDING TO APPLICABLE CODE.  G.C.
TO ENSURE THAT ALL DIRECTIONS AND DIMENSIONS GIVEN ARE STRICTLY ADHERED TO.  IF
CHANGES ARE MADE THAT CONTRADICT WITH THE DRAWING, OR IF EXISTING FIELD CONDITIONS
MAKE THE DRAWINGS NOT APPLICABLE, THE ARCHITECT MUST BE CONTACTED IMMEDIATELY.

8.  WATER SERVICE MATERIALS SHALL BE COPPER TYPE "K". DIAMETER SHALL BE AS NOTED
ON THESE PLANS AND SHALL BE INSTALLED WITH 24" MINIMUM COVER OR BELOW FROSTLINE
WHICH EVER IS GREATER. CONTRACTORS PRICE FOR WATER SERVICE SHALL INCLUDE ALL
FEES AND APPURTANCES REQUIRED BY THE UTILITY TO PROVIDE A COMPLETE WORKING
SERVICE.

9.  OWNER SHALL MONITOR NOISE LEVELS TO REMAIN WITHIN LIMITS OF CITY CODE.

10.  REFER TO CIVIL FOR MORE INFORMATION.

N

SITE DATA TABLE
ZONING C-1 REGIONAL BUSINESS & PLANNED UNIT DEVELOPMENT

LAND USE DRIVE-THROUGH COFFEE SHOP

BUILDING INFORMATION
1. BUILDING S.F.:  1,832 S.F.
2. NUMBER OF STORIES:  (1) STORY

BUILDING OCCUPANCY A-2 (ASSEMBLY)

TYPE OF CONSTRUCTION V-B

UTILITY PROVIDERS
1. WATER: CITY OF LAFAYETTE
2. WASTEWATER: CITY OF LAFAYETTE
3. POWER: XCEL

BICYCLE PARKING (4) SPACES PROVIDED

CAR STACKING (14) STACKING SPACES PROVIDED

AREA OF LANDSCAPING

AREA OF SIDEWALK
AND PATIO

AREA OF BUILDING
COVERAGE

AREA OF DRIVEWAYS
AND PARKING

9,645 S.F.

3,694 S.F.

1,832 S.F.

16,769 S.F.

30.19%

11.57%

5.74%

52.50%

SITE DEVELOPMENT AREA 31,956 SQ. FT. OR 0.733 ACRES

(1 SPACE /150 SF
FLOOR AREA)
1,832/150=12.21=13

BUILDING HEIGHT 35'-0" MAXIMUM 22'-6" PROPOSED

PARKING (13) SPACES REQUIRED (17) SPACES PROPOSED
* (16) ON-SITE STANDARD
   PARKING SPACES @ 9'X19'
* (1) ON-SITE ADA AND VAN
   ACCESSIBLE PARKING
   SPACE @ 9'X19' W/
   ADJACENT ACCESS AISLE
   8'X19'

SETBACKS 20' FRONT SETBACK REQUIRED 28' FRONT SETBACK PROVIDED
0' SIDE SETBACKS REQUIRED
0' REAR SETBACK REQUIRED 12' REAR SETBACK PROVIDED

0' SIDE SETBACKS PROVIDED

NOT TO SCALE

1 VICINITY PLAN
A0.0

PROJECT LOCATION

DISTANCE TO DAIRY QUEEN
POINT OF SALE = 195 FT. (>150 FT.)

DISTANCE TO MURPHY EXPRESS
POINT OF SALE = 398 FT. (>150 FT.)

DISTANCE TO BLUE CREDIT UNION
POINT OF SALE = 282 FT. (>150 FT.)

NOT TO SCALE
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PUBLIC AND EMERGENCY
VEHICLE ACCESS AND
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BALMSTONE DRIVE

DESIGNATION FOR
PORTION OF FUTURE
INTERNAL DRIVE LANE
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EASEMENT 3
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ANY SIGNAGE IS INDICATED IS SHOWN FOR REFERENCE ONLY.

ALL SIGN LOCATIONS SHOWN ON THE SITE PLAN ARE SUBJECT TO CHANGE BASED
UPON SIGN DESIGN DETAILS. ALL SIGNAGE, INCLUDING FREESTANDING SIGNS, WALL

SIGNS, AND MENU BOARDS, SHALL COMPLY WITH THE CITY'S SIGN ORDINANCE. A
SEPARATE PERMIT WILL BE SUBMITTED TO THE CITY FOR REVIEW AND APPROVAL

PRIOR TO INSTALLATION.
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1"=10'-0"

LOCATION FOR NEW ILLUMINATED MENU
BOARD AND ORDERING STATION.
PROVIDE POWER FOR LIGHTING AND
CONDUIT WITH PULL STRING FOR
COMMUNICATIONS CONNECTIONS. SEE
DETAILS ON SHEET A1.2.

NEW ELECTRICAL TRANSFORMER WITH
CONCRETE PAD. PAINT TO MATCH NEW
BUILDING FIELD COLOR. COORDINATE
AS REQUIRED WITH UTILITY PROVIDER.

NEW ELECTRICAL SWITCHGEAR PAINT
TO MATCH ADJACENT WALL. SWITCH-
GEAR TO BE SCREENED BY
LANDSCAPING. SEE LANDSCAPE PLAN.

NEW LANDSCAPING.

NEW CONCRETE PAVING PER CIVIL.

NEW ASPHALT PAVING PER CIVIL.

PORTION OF EXISTING CURB AND
GUTTER TO REMAIN. TIE EXISTING
CURB AND GUTTER INTO NEW CURB
AND GUTTER SYSTEM AS INDICATED.
SEE CIVIL DRAWINGS.

NEW CONCRETE SIDEWALK WITH
CONTROL JOINTS AT 5'-0" O.C. PER
CIVIL.

NEW PARKING LOT LIGHT AT 20'-0"
ABOVE GRADE WITH CONCRETE BASE.
SEE DETAIL 1/A1.1. PROVIDE EMPTY 1"
Ø CONDUIT FROM BUILDING TO LIGHT
POLE FOR OWNER FURNISHED FUTURE
SECURITY CAMERA(S). PROVIDE
JUNCTION BOX AT EACH END.
COORDINATE FINAL LOCATION WITH
OWNER.

LOCATION FOR NEW CMU BLOCK TRASH
ENCLOSURE WITH STONE VENEER FINISH
AND PAINTED STEEL GATE. SEE DETAIL
1/A2.0.

NEW ADA SIDEWALK CURB RAMP.
SLOPE TO BE 1:12 MAX.

LOCATION FOR NEW BICYCLE RACK. SEE
DETAIL 8/A1.1.

NEW ADA PARKING SIGN. SEE DETAIL
5/A1.1.

NEW CONCRETE PATIO WITH SCORED
CONTROL JOINTS AT 10'-0" O.C. BOTH
DIRECTIONS. TYP.

NEW STOP SIGN AND/OR PAINTED STOP
BAR AS INDICATED. ALL SIGNAGE AND
STRIPING TO MEET EXISTING CITY
STANDARDS.

NEW VAN ACCESSIBLE ADA PARKING
STALL. ALL SIGNAGE AND STRIPING TO
MEET EXISTING CITY STANDARDS. SEE
DETAIL 9/A1.1.

NEW PAINTED TRAFFIC ARROWS AND/
OR NEW PAINTED LETTERS AS
INDICATED. SEE DETAIL 4/A1.1.

NEW FLATTENED CURB. TYP. BOTH
SIDES OF DRIVE AISLE AROUND FULL
LENGTH OF CURVE AS SHOWN. SEE
CIVIL DRAWINGS.

LOCATION FOR NEW MONUMENT SIGN.
OWNER TO PROVIDE SIGN. GENERAL
CONTRACTOR TO PROVIDE POWER
AND ALL ASSOCIATED CONDUIT TO
MONUMENT SIGN PER ELECTRICAL
AND FOUNDATION PER STRUCTURAL.

NEW PAINTED PEDESTRIAN CROSSING
STRIPING AS SHOWN.

KEYED NOTES

NEW OVERHEAD CLEARANCE BAR
SUSPENDED +10'-0" ABOVE PAVEMENT.

NEW OWNER FURNISHED,
CONTRACTOR INSTALLED "DO NOT
ENTER" SIGNAGE. COORDINATE ALL
INSTALLATION REQUIREMENTS AND
FINAL LOCATION FOR SIGNAGE WITH
OWNER.

NEW OWNER FURNISHED,
CONTRACTOR INSTALLED "ENTER"
SIGNAGE AT DRIVE-THRU LANE ENTRY.
COORDINATE ALL INSTALLATION
REQUIREMENTS AND FINAL LOCATION
FOR SIGNAGE WITH OWNER.

NEW 6" DIA. CONCRETE FILLED STEEL
BOLLARD TO BE PAINTED YELLOW. SEE
DETAIL 6/A1.1.

LOCATION FOR NEW  IRRIGATION
BACKFLOW PREVENTER AND
ASSOCIATED CONTROL VALVES.
EQUIPMENT TO BE SCREENED BY
LANDSCAPING. SEE LANDSCAPE PLANS.

EXISTING FIRE HYDRANT TO REMAIN.

EXISTING SIDEWALK TO REMAIN.

NEW WHEEL STOP.

EXISTING ADA CURB RAMP TO REMAIN.

EXISTING CURB CUT TO REMAIN TO
ACCOMMODATE FUTURE INTERNAL
DRIVE LANE.

NEW PAINTED STRIPING AS INDICATED.

NEW DESIGNATED SMALL CAR
PARKING SPACE.

NEW RETAINING WALL PER CIVIL.

NEW DESIGNATED ELECTRIC CAR
CHARGING PARKING STALL NEW
ASSOCIATED SIGN.

NEW BOLLARD-MOUNTED ELECTRIC
CAR CHARGING STATION TO SERVE
TWO (2) DESIGNATED STALLS.

NEW SMALL CAR PARKING SIGN.

NEW SIDEWALK CHASE PER CIVIL.
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FINISH SURFACE
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COLOR: DEPARTMENT
OF TRANSPORTATION
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1
'-

0
"

2
'-

0
"

1'-0

4
"

1'-0"

1'-6"
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5°

23°

R
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" R

=2'-0"

R=6"
COLOR TO MATCH LOCAL
JURISDICTION REQUIRMENTS

CONFORM DIMENSION,
CONFIGURATION AND COLORS
WITH LOCAL JURISDICTION AND
ADA GUIDELINES. SYMBOL
COLOR MUST CONTRAST WITH
BACKGROUND COLOR

CL
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1'-0"

1'-0"
2" GALVANIZED PIPE CAP

REFLECTIVE SIGN PANEL MIN. OF 16 GAUGE GALVANIZED
STEEL WITH PORCELAIN ENAMEL FINISH. BLUE
INTERNATIONAL SYMBOL ACCESSIBILITY SIGN WITH
GREEN LETTERING ON WHITE BACKGROUND NO LESS
THAN 1" HIGH AND GREEN ARROW(S) AS APPROPRIATE.
BOLT SIGN TO GALVANIZED STEEL TUBE

VAN ACCESSIBLE PARKING SPACES SHALL HAVE AN
ADDITIONAL SIGN MOUNTED BELOW THE TOW-AWAY
ZONE SIGN

2"X2" GALVANIZED STEEL TUBE

OPTIONAL PRESET SLEEVE FILLED SOLID W/ GROUT

CONCRETE FOOTING AT POST

RESERVED
PARKING

TOW-AWAY
ZONE

VAN
ACCESSIBLE

NOTES:

1. SIGNS SHALL CONFORM TO THE STANDARDS OF THE
"MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES".

2. SIGNS SHALL BE SET DIRECTLY FACING THE LINE OF
TRAVEL FOR THE VEHICLE ENTERING THE STALL (NOT <
45°).

3. SIGNS SHALL BE MOUNTED ON A STURDY POST AT
THE HEIGHT SPECIFIED HEREIN.

ROUND ALL CORNERS. TYPICAL.
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" 
M
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.

2'-0"

1
1

"

11"
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SEE DETAIL
ABOVE

(4) 1-1/4"x1" DIAMETER HOLES

11" SQUARE STEEL BASE PLATE

1" THICK STEEL BASE PLATE ON A 1/4"
STEEL LEVELING PLATE

3" DIA HOLE IN BASE AND LEVELING PLATE
FOR CONDUIT ACCESS

METAL LIGHT POLE

HAND HOLE

(4) 1"X36"X4" ANCHOR BOLTS W/ 3 1/2"
MIN. BOLT PROJECTION

RIGID FIBER FORM (SONOTUBE). EXTEND
ABOVE FINISH GRADE TO MATCH HEIGHT OF
EXISTING CONCRETE LIGHT POLE BASES &
FORM FILL WITH CONCRETE

GRADE

(4) #5 BARS W/ #3 TIES @ 12" - LOCATE
ALTERNATE LOCATIONS FROM ANCHOR
BOLTS

3/4" HEAVY WALL CONDUIT EXTEND TO
BUILDING ELECTRICAL SERVICE

NOTES:

1. FOUNDATION SHOWN IS A TYPICAL
DESIGN. WIND LOADS OF MORE THAN 100
MPH AND UNSTABLE SOIL CONDITIONS
MAY REQUIRE AN ALTERNATE DESIGN.

2. FOUNDATIONS SHALL EXTEND BELOW
FROST DEPTH PER LOCAL CODES

MIN. 2'-0" FROM
BACK OF CURB

CL

GROUND LUG

#6 BARE CU COILED GROUND WIREO
R

 B
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 F
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S
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 D
E

P
T

H

SIDEWALK DIMENSION 
PER PLAN

6"x 6"; 1.4 x 1.4 W.W.F.

4" SAND BASE.

4" THICK CONCRETE WALK.

COMPACTED EARTH PER
CIVIL AND STRUCTURAL.

FINISH GRADE - SEE ALSO
CIVIL AND LANDSCAPE1/8" PER FT. MIN. (2% MAX)

CROSS SLOPE

SIDEWALK DIMENSION 
PER PLAN

 SEE CIVIL

6"x 6"; 1.4 x 1.4 W.W.F.

CONCRETE CURB AND
GUTTER, SEE CIVIL.

1/2" ASPHALTIC FIBER
BOARD EXPANSION JOINT.

4" SAND BASE.

4" THICK CONCRETE WALK.

EXTERIOR LINE OF NEW
BUILDING.

1/2" ASPHALTIC FIBER
BOARD EXPANSION JOINT
WITH BUILDING SEALANT.

COMPACTED EARTH PER
CIVIL AND STRUCTURAL.

1/8" PER FT. MIN.

(2% MAX)

SLOPE

1
0

"

18"

3
'-

0
"

2'-0"

2'-6"

1
0

"

2'-6"

3
'-

0
"

TO NEAREST
WALL OR

OBSTRUCTION

TO NEAREST
WALL OR
OBSTRUCTION

BASE PLATE

CL CL

CL CL

INVERTED "U" BIKE RACK:1 1/2" SCHEDULE 40 PIPE (48.26
mm O.D. x 3.683 mm WALL) BENT TO FORM "U".  ONLY THE
BASE PLATE SHALL BE WELDED TO THE STEEL PIPE WITH (2)
3mm VENT HOLES - ONE ON THE INSIDE OF EACH UPRIGHT
WHERE THE PIPE IS WELDED TO THE BASE PLATE.  AFTER
FABRICATION, THE RACK SHALL BE COATED WITH A
THERMOPLASTIC POWDER COATING 3 MILS MIN.  PAINT
"BLACK" MOUNT TO CONCRETE WITH 7 1/2" DIA. BASEPLATE
10 mm THICK STEEL WITH (3) 11 mm DIA. MOUNTING HOLES
ON EACH BASE PLATE, SPACED EQUIDISTANT BETWEEN THE
UPRIGHT PIPE AND EDGE OF BASEPLATE. EXPANSION
ANCHOR TO BE CARBON STEEL MUSHROOM HEAD, 10 mm x
76 mm "SPIKE" #5550 AS MANUFACTURED BY RAWL OR
APPROVED EQUAL MADE FROM GRADE 8.2 MATERIALS
EXHIBITING EQUIVALENT THEFT-PROOF PERFORMANCE.
MAX TOLERANCE 1/4" FROM PLUMB.  ANY DEPARTURE OF
BASE PLATE FROM GRADE BY MORE THAN 3/8" SHALL
REQUIRE SEPARATION TO BE FILLED WITH HIGH-STRENGTH
EPOXY NON-SHRINKING GROUT AND MADE LEVEL.

INVERTED U
BIKE RACK

INVERTED U BIKE
RACK

BASE PLATE

FRONT / SIDE ELEVATIONS

FRONT / SIDE VIEW

MIN.

 MIN.

SCALE: 1/2"   =    1'-0"

4 TRAFFIC CONTROL DETAILS
A1.1

SCALE: 1/2"   =    1'-0"

6 BOLLARD DETAIL
A1.1

SCALE: 1/2"   =    1'-0"

8 ADA SYMBOL DETAIL
A1.1

SCALE: 1/2"   =    1'-0"

5 ADA PARKING POLE SIGN
A1.1

SCALE: 1/2"   =    1'-0"

1 LIGHT POLE DETAIL
A1.1

SCALE: 1/2"   =    1'-0"

2 SIDEWALK SECTION (PRIVATE)
A1.1

SCALE: 1/2"   =    1'-0"

3 SIDEWALK SECTION (PRIVATE)
A1.1

SCALE: 1/4"   =    1'-0"

7 BICYCLE RACK
A1.1

SCALE: 1:6.67

9 ELECTRIC CAR CHARGING SIGN
A1.1

VARIES–SEE PLAN
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6"RD

6"RD
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FDC

08/29/2019 10:47:07 AM
Released for Permit

CONSTRUCTION
michaela

W.H.

1

N

MENU BOARD NOTES
APPROXIMATE LOCATION FOR NEW ILLUMINATED MENU
BOARD AND ORDERING STATION. PROVIDE POWER FOR
LIGHTING AND CONDUIT WITH PULL STRING FOR
COMMUNICATIONS CONNECTIONS. VERIFY EXISTING
COMMUNICATIONS CONDUIT AND REUSE IF APPLICABLE.
POWER TO BE 200 VA SUPPLIED ON A 20A CIRCUIT
BREAKER.

1

19”

74.371”

55.371”

96.19”

DTX-590A

MENU BOARD
GENERAL NOTES
1. ANY SIGNAGE IS SHOWN FOR REFERENCE ONLY.
SEPARATE SIGNAGE PERMIT(S) REQUIRED. SIGNAGE TO
BE APPLIED FOR UNDER A SEPARATE PERMIT
APPLICATION.

2. MENU BOARD FOUNDATION AND POWER TO BE
PROVIDED AND INSTALLED BY GC ACCORDING TO
SIGNAGE VENDOR SPECIFICATIONS.

SCALE: 1/8"   =    1'-0"

1 PARTIAL SITE PLAN
A0.1

NOT TO SCALE

2 FOUNDATION DETAIL
A0.1

NOT TO SCALE

1 MENU BOARD DETAILS
A1.2

NOT TO SCALE
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SLOPE TO MATCH PARKING
LOT - SEE CIVIL

7
A2.0

CONCRETE FOOTING TO EXTEND 1'-0"
ABOVE GRADE FOR INTEGRAL CURB
INSIDE TRASH ENCLOSURE

WALL CAP TO MATCH BUILDING STONE
VENEER SILL.

16x8x8 CMU BLOCK WALL WITH STONE
VENEER.

CONCRETE FILLED STEEL BOLLARD,
TYPICAL. PAINT TO MATCH WALL.

6" CONC. SLAB ON 6" GRAVEL BASE.
MEDIUM BROOM FINISH. SLOPE FOR
POSITIVE DRAINAGE PER CIVIL.
REINFORCE WITH W1.4xW1.4 W.W.F.
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4
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4
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18 GA. METAL GATE (SOLID BOX
RIB). PAINT: SHERWIN WILLIAMS,
DARK CLOVE SW9183

WALL CAP TO MATCH BUILDING
STONE VENEER SILL.

3" STEEL ANGLE FRAMING.

3 HEAVY DUTY HINGES (MIN.)

5" SQUARE STEEL POST. TYPICAL
BOTH SIDES OF GATE.

LINE OF 6" CONC. SLAB ON 6"
GRAVEL BASE. MEDIUM BROOM
FINISH. SLOPE FOR POSITIVE
DRAINAGE PER CIVIL. REINFORCE
WITH W1.4xW1.4 W.W.F.

1/2" DIA. THREADED ANCHORS @
16" O.C. VERTICAL.

16x8x8 CMU BLOCK WALL WITH
STONE VENEER FINISH TO MATCH
BUILDING AT EXTERIOR SIDES.

BAR LATCH AT GATE.

13'-4" (SIDE)
20'-0" (BACK-SIM.)

1
2

"
4

'-
8

"
4

"

6
'-

0
"

6
A1.1

CONCRETE FOOTING TO EXTEND 1'-0" ABOVE
GRADE FOR INTEGRAL CURB INSIDE TRASH
ENCLOSURE

16x8x8 CMU BLOCK WALL WITH STONE VENEER
FINISH TO MATCH BUILDING AT EXTERIOR SIDES.
PAINT INTERIOR TO MATCH BUILDING E.I.F.S. TYP.

LINE OF 6" CONC. SLAB ON 6" GRAVEL BASE.
MEDIUM BROOM FINISH. SLOPE FOR POSITIVE
DRAINAGE PER CIVIL. REINFORCE WITH
W1.4xW1.4 W.W.F.

PRECAST CONCRETE WALL CAP PAINTED TO
MATCH BUILDING. TYP.

CONCRETE FILLED STEEL BOLLARD, TYPICAL.
PAINT TO MATCH WALLS.

6
A2.0

7
A2.0
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A2.0

3
A2.0

2
A2.0
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A2.0

4
A2.0

6" CONC. SLAB AT
ENCLOSURE ON 6" GRAVEL
BASE UNLESS OTHERWISE
NOTED. MEDIUM BROOM

FINISH. SLOPE FOR POSITIVE
DRAINAGE PER CIVIL.

REINFORCE WITH W1.4xW1.4
W.W.F. PROVIDE CONTROL

JOINTS AT 5'-0" O.C.E.W.

CL CL

C L

C L

CL

CONCRETE FOOTING TO
EXTEND 1'-0" ABOVE
GRADE FOR INTEGRAL CURB
INSIDE TRASH ENCLOSURE

16x8x8 CMU BLOCK WALL
WITH STONE VENEER FINISH
TO MATCH BUILDING AT
EXTERIOR SIDES. PAINT
INTERIOR TO MATCH
BUILDING E.I.F.S. TYP.

LOCATION FOR NEW
DUMPSTERS 42"X72"

5" SQUARE STEEL POST.
TYPICAL BOTH SIDES OF
GATE.

CONCRETE FILLED STEEL
BOLLARD, TYPICAL. PAINT
TO MATCH WALLS.

18 GA. METAL GATE (BOX
RIB) WITH BAR LATCH AS
INDICATED. PAINT: SHERWIN
WILLIAMS, DARK CLOVE
SW9183. INCLUDE HOLD
OPEN AT GATES.

BAR LATCH AT GATE.

5"x 5"x 1/4" TUBE STEEL W/ 5"x 5"x
1/4" CAP PLATE EMBEDDED 12" INTO
FOOTING. FILL STEEL WITH CONCRETE.

3"x 4"x 1/4" METAL ANGLE FRAME, 4
SIDES OF GATE.

1 1/2"x1 1/2"x3/16" METAL ANGLE
DIAGONAL BRACE.

1/2" DIA. x 8" BARREL BOLT LOCK.

1/2" DIA. x 12" CANE BOLT (AT
GRADE)

1" x 18 GAGE METAL DECK. PAINT AS
SCHEDULED.

McKINNEY T4B3781 HINGES WELDED
TO GATE AND POST. LOCATE PER
ELEVATION(S).

16"x8"x8" CMU WALL AS SCHEDULED.
SOLID GROUT CELLS.

#5 VERTICAL BAR @ 32" O.C. AND #5
HORIZONTAL BARS AT TOP AND MID
HEIGHT.

3/8"x16"x 2" @ 16" O.C. BOLT TO TUBE
STEEL WITH ACORN NUT ON OUTSIDE

1 1/2" VENEER STONE AS SCHEDULED

1
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"
4

'-
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"
4

"

6
'-
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"

SHALLOW DEPTH CONCRETE FOOTING TO
EXTEND 1'-0" ABOVE GRADE FOR
INTEGRAL CURB INSIDE TRASH ENCLOSURE

PRECAST CONCRETE WALL CAP TO BE
PAINTED

LINE OF 6" CONC. SLAB ON 6" GRAVEL BASE.
MEDIUM BROOM FINISH. SLOPE FOR
POSITIVE DRAINAGE PER CIVIL. REINFORCE
WITH W1.4xW1.4 W.W.F.

16x8x8 CMU BLOCK WALL WITH STONE
VENEER FINISH TO MATCH BUILDING AT
EXTERIOR SIDES. PAINT INTERIOR TO
MATCH BUILDING E.I.F.S. TYP.

8" 1'-2" 8"
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"
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.
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WALL CAP TO MATCH
BUILDING STONE
VENEER SILL.

#5X6'-0" MASONRY
DOWELS TO MATCH WALL
REINF. (PROJECT 3'-0")

CONCRETE FOOTING
WITH (3) #5 X CONT.
AND #4 AT 12" O.C.

CONCRETE WALL REINF.
WITH #5X AT 12" O.C.
AND #5 X CONT. AT 12"
O.C. HORIZONTAL.

CONCRETE SLAB ON
GRADE REINF. WITH
#4XCONT. AT 8" O.C.
EACH WAY.

1/2" EXPANSION JOINT
MATERIAL, TYP.

MASONRY WALL REINF.
WITH #5 VERT. AT 24" O.C.
IN SOLID GROUTED CELLS.

HORIZONTAL JOINT LADDER
REINF. AT 16" O.C. PROVIDE
PREFAB ASSEMBLIES FOR
CORNERS.

SOLID GROUTED BOND
BEAM WITH 2#5XCONT.

SCALE: 1/4"   =    1'-0"

5 TRASH ENCLOSURE-SECT.
A2.0

SCALE: 1/4"   =    1'-0"

3 TRASH ENCLOSURE-ELEV.
A2.0

SCALE: 1/4"   =    1'-0"

2 TRASH ENCLOSURE-ELEV.
A2.0

SCALE: 1/4"   =    1'-0"

1 TRASH ENCLOSURE-PLAN
A2.0

SCALE: 1"       =    1'-0"

6 ENCLOSURE JAMB
A2.0

SCALE: 1/4"   =    1'-0"

4 TRASH ENCLOSURE-ELEV.
A2.0SCALE: 1/2"   =    1'-0"

7 WALL SECTION
A2.0

VARIES-SEE PLAN
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RTU BEYONDRECLAIMED WOOD
ACCENT SIDING

EIFS STUCCO: PAINT
SHERWIN WILLIAMS,
MEADOWLARK SW7522

GOOSENECK
EXTERIOR LIGHTING

SIGNAGE BY
OTHERS UNDER A
SEPARATE PERMIT

RECLAIMED WOOD
ACCENT SIDING

RTU BEYOND

METAL PARAPET CAP:
PAC CLAD, DARK
BRONZE

STOREFRONT
SYSTEM: KAWNEER
451T VG #40
ANODIZED ALUMINUM
DARK BRONZE
FRAME W/ NON-
REFLECTIVE TINTED
GLAZING

EIFS STUCCO: PAINT
SHERWIN WILLIAMS,
MEADOWLARK
SW7522

OVERHEAD GARAGE
DOOR: OVERHEAD

DOOR, ALUMINUM
GLASS DOOR 521

RECLAIMED WOOD
ACCENT SIDING

FRY REGLET REVEAL

TT TT T T TT T
TTTT

T

T T

T

T

T TTTTT

TTTT

TTTT

TTTT

TTTT

+0'-5"
TOP OF SLAB

+4'-5"
T.O. WAINSCOT

+10'-5"
T.O. STOREFRONT

+18'-11"
T.O. PARAPET-TYP.

+22'-11"
T.O. SIGNAGE
PARAPET
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EIFS STUCCO: PAINT
SHERWIN WILLIAMS,
MEADOWLARK SW7522

STONE VENEER:
BORAL CULTURED
STONE, CHARDONNAY,
COUNTRY LEDGESTONE.

WALL MOUNTED
EXTERIOR LIGHTING

EIFS STUCCO: PAINT
SHERWIN WILLIAMS,
SW 6085, SIMPLIFY
BEIGE.

METAL PARAPET CAP:
PAC CLAD, SLATE GREY

RECLAIMED
WOOD ACCENT
SIDING

STOREFRONT SYSTEM: KAWNEER
451T VG #40 ANODIZED
ALUMINUM DARK BRONZE FRAME
W/ NON-REFLECTIVE TINTED
GLAZING

RECLAIMED WOOD
ACCENT SIDING

NON-REFLECTIVE METAL
SIDING: 1-1/4" X 1/4"
CORRUGATED METAL
PANEL

SIGNAGE BY OTHERS
UNDER A SEPARATE
PERMIT

INTEGRATED AIR CURTAIN AT
SERVICE WINDOW: QUIKSERV
IFT-4860E, DARK BRONZE

FRY REGLET
REVEAL

METAL PAINTED
LADDER. PAINT:
SHERWIN WILLIAMS,
DARK CLOVE
SW9183

EIFS STUCCO: PAINT
SHERWIN WILLIAMS,
DARK CLOVE SW9183

TT

OVERALL BUILDING MATERIALS

AREA OF NON-REFLECTIVE GLAZING 712.39 S.F.

AREA OF EIFS STUCCO 1,235.99 S.F.

17.28%

29.99%

AREA OF STONE VENEER 632.52 S.F. 15.35%

AREA OF METAL PARAPET TRIM 286.65 S.F. 6.96%

AREA OF CORRUGATED METAL 202.26 S.F. 4.91%

BUILDING TOTALS 4,121.54 S.F. 100%

MATERIAL SQUARE
FOOTAGE PERCENTAGE

AREA OF RECLAIMED WOOD SIDING 1,051.73 S.F. 25.52%

SCALE: 1/4"   =    1'-0"

1 SOUTH ELEVATION
A3.0

SCALE: 1/4"   =    1'-0"

2 EAST ELEVATION
A3.0

1/4"=1'-0"

ALL SIGNAGE IS SHOWN FOR REFERENCE ONLY.

SEPARATE SIGNAGE PERMIT(S) REQUIRED.
SIGNAGE TO BE APPLIED FOR UNDER A SEPARATE

PERMIT APPLICATION.

SOUTH ELEVATION MATERIALS
STUCCO 288.36 S.F. 22%
GLAZING 540.42 S.F. 42%
WOOD 363.89 S.F. 28%
STONE 0 S.F.  0%
CORRUG 0 S.F.  0%
METAL 90.17 S.F. 8%
TOTAL 1,282.84 100%

EAST ELEVATION MATERIALS
STUCCO 241.78 S.F. 30%
GLAZING 88.18 S.F. 11%
WOOD 303.86 S.F. 37%
STONE 46.27 S.F 6%
CORRUG 101.13 S.F. 12%
METAL 33.84 S.F. 4%
TOTAL 815.06 100%



1385 S. Colorado Blvd., Penthouse
Denver, Colorado 80222
(O) 303.778.0608
(F) 303.778.0609
(W) www.maharch.com

DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the
Architect as required.

The General Contractor shall check and
verify all levels, datums and dimensions and
shall report any and all errors and omissions
to the Architect immediately.

This drawing is to be read in conjunction
with structural,mechanical, electrical and/or
any other consultants drawings that may be
applicable.

Notes

MAH
Architectural
Group

Stamp

Issues:

Scale

Date Drawn

Drawn By

Description

Sheet Number

ASE

DECEMBER 4, 2020

EXTERIOR ELEVATIONS (2)

A3.1

SUBMITTAL #1 12.04.20

Z
IG

G
I'S

 C
O

F
F

E
E

-L
A

F
A

Y
E

T
T

E

ZIGGI'S COFFEE-LAFAYETTE
LOT 5C, SOLA SUBDIVISION FILING NO. 1, REPLAT C,

COUNTY OF BOULDER, STATE OF COLORADO

2
3

9
6

 B
A

L
M

S
T

O
N

E
 D

R
IV

E
L
A

F
A

Y
E

T
T

E
, C

O
  

8
0

0
2

6

SUBMITTAL #2 01.28.21
SUBMITTAL #3 05.14.21
SUBMITTAL #4 07.02.21
SUBMITTAL #5 09.07.21

+0'-5"
TOP OF SLAB

+18'-11"
T.O. PARAPET-TYP.

+20'-5"
T.O. CORNER COLUMN

+22'-11"
T.O. SIGNAGE
PARAPET

8
'-

5
"

T
Y

P
.

3
'-

3
"

4
'-

0
"

NON-REFLECTIVE
METAL SIDING: 1-1/4" X

1/4" CORRUGATED
METAL PANEL

RTU BEYOND
WALL MOUNTED
EXTERIOR
LIGHTING

PRE-FINISHED
DOWNSPOUT

EIFS STUCCO: PAINT
SHERWIN WILLIAMS,
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SHERWIN WILLIAMS,
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METAL PARAPET CAP:
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SHERWIN WILLIAMS,
SW 6085, SIMPLIFY
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EXTERIOR LIGHTING

SIGNAGE BY OTHERS
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ACCENT SIDING

STONE VENEER:
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FRAME W/ NON-
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GLAZING

METAL PARAPET CAP:
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WALL MOUNTED
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LIGHTING

RECLAIMED WOOD
ACCENT SIDING
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DOWNSPOUT

RTU BEYOND
METAL PARAPET
CAP: PAC CLAD,
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EIFS STUCCO: PAINT
SHERWIN WILLIAMS,

DARK CLOVE SW9183
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OVERALL BUILDING MATERIALS

AREA OF NON-REFLECTIVE GLAZING 712.39 S.F.

AREA OF EIFS STUCCO 1,235.99 S.F.

17.28%

29.99%

AREA OF STONE VENEER 632.52 S.F. 15.35%

AREA OF METAL PARAPET TRIM 286.65 S.F. 6.96%

AREA OF CORRUGATED METAL 202.26 S.F. 4.91%

BUILDING TOTALS 4,121.54 S.F. 100%

MATERIAL SQUARE
FOOTAGE PERCENTAGE

AREA OF RECLAIMED WOOD SIDING 1,051.73 S.F. 25.52%

SCALE: 1/4"   =    1'-0"

1 NORTH ELEVATION
A3.1

SCALE: 1/4"   =    1'-0"

2 WEST ELEVATION
A3.1

1/4"=1'-0"

ALL SIGNAGE IS SHOWN FOR REFERENCE ONLY.

SEPARATE SIGNAGE PERMIT(S) REQUIRED.
SIGNAGE TO BE APPLIED FOR UNDER A SEPARATE

PERMIT APPLICATION.

NORTH ELEVATION MATERIALS
STUCCO 393.35 S.F. 32%
GLAZING 13.89 S.F. 1%
WOOD 90.33 S.F. 7%
STONE 515.27 S.F. 42%
CORRUG 101.13 S.F. 8%
METAL 114.97 S.F. 10%
TOTAL 1,229 S.F. 100%

WEST ELEVATION MATERIALS
STUCCO 312.33 S.F. 39%
GLAZING 69.90 S.F. 9%
WOOD 298.65 37%
STONE 71.15 S.F. 9%
CORRUG 0 S.F.  0%
METAL 47.67 S.F. 6%
TOTAL 799.7 100%
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Schedule

Symbol Label QTY Manufacturer Catalog Number Description Lamp

Number 

Lamps

Filename Lumens per Lamp LLF Wattage

H

10 BEGA Converted by 

LUMCat V 07.11.2016 / 

H.R.

66698K3 LED  12,5W 1 BE_66698K3.IES 1250 1 15

S4

2 CREE, INC. STR-LWY-4MB-**-06-E-UL-700-

40K or BXSL*J06E-UD7 (700mA)

CAST GRAY PAINTED METAL HOUSING 

WITH CAST GRAY PAINTED METAL 

ACCESS DOOR, CAST GRAY PAINTED 

METAL FORWARD HOUSING PIECE, 

EXTRUDED DIFFUSE FINNED METAL HEAT 

SINK, 3 CIRCUIT BOARDS EACH WITH 20 

LEDS AND CAST GRAY PAINTED METAL 

TRIM PLATE, 1 CLEAR NON-INTEGRAL 

PLASTIC LENS BELOW EACH LED. 1 SMALL 

RUBBER HOUSE SIDE SHIELD BELOW 

EACH LED.

SIXTY WHITE LIGHT EMITTING 

DIODES (LEDS), VERTICAL BASE-

UP POSITION.

1 4MB-E.IES 9015 1 132.8

S3

14 CREE, INC. STR-LWY-3MB-xx-06-E-UL-700-

40K or BXSLxH06E-UD7 (700mA)

60 LED Type III Medium Optic w/ Full 

Backlight 700mA 4000K LEDway 

Streetlight

SIXTY WHITE LIGHT EMITTING 

DIODES (LEDS), VERTICAL BASE-

UP POSITION.

1 3MB-E.IES 7998 1 131.9

A

2 EATON - LUMIERE 

(FORMER COOPER 

LIGHTING)

303-W1-LEDB1-4000-UNV-T5X-

DIM10-BK

LUMIERE EON 303-W1, WALL MOUNTED 

LUMINAIRE, SINGLE LED BAR. TYPE V 

EXTRA WIDE FLOOD OPTICS, FROSTED 

GLASS LENS.

(7) 4000K CCT, 75 CRI LEDS 

ABSOLUTE PHOTOMETRY IS 

BASED ON CALIBRATION 

FACTORS CREATED USING LAB 

LUMEN STANDARDS IN 

GONIOPHOTOMETER WITH TEST 

DISTANCE OF 28.75 FEET 

Hospitality, Hotel, Landscape, 

Office, Residential, Sidewalk, 

Stairway, Walkway, Accent, 

Ambient, Decorative Indirect, 

Uplight, Damp Location, Wet 

Location

7 303-W1-LEDB1-4000-UNV-

-T5X-DIM10-BK.ies

100 1 8.38

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Calc Zone #1 2.0 fc 8.0 fc 0.0 fc N/A N/A
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Schedule

Symbol Label QTY Manufacturer Catalog Number Description Lamp Number
Lamps Filename

Lumens
per

Lamp
LLF Wattage Efficiency

B
6 WAC Lighting WP-LED514-2(max) endurance sign light NA 1 WP-LED514-

3000K-60°.IES
984 1 15.155 100%

C
1 Gotham

Architectural
Lighting

EVO6WC 30/15 AR ND
LSS

EVO 6IN CYLINDER, WALL
MOUNT, 80 CRI, 3000K,
1500LM, NARROW DIST, CLEAR,
SEMI-SPEC

1 EVO6WC_30_1
5_AR_ND_LSS.i
es

1503 1 14.7 100%

3Kblc
4 Lithonia

Lighting
DSX1 LED P4 30K BLC
MVOLT

DSX1 LED P4 30K BLC MVOLT LED 1 DSX1_LED_P4_
30K_BLC_MVOL
T.ies

11026 1 125 100%

c-low
5 Gotham

Architectural
Lighting

EVO6WC 30/07 AR
MWD LSS

EVO 6IN CYLINDER, WALL
MOUNT, 80 CRI, 3000K, 750LM,
MED WIDE DIST, CLEAR, SEMI-
SPEC

1 EVO6WC_30_0
7_AR_MWD_LS
S.ies

737 1 8.2 100%

D-
new

4 Lithonia
Lighting

LDN6 30/10 LO6AR LD 6IN LDN, 3000K, 1000LM,
CLEAR, MATTE DIFFUSE
REFLECTOR, CRI80

1 LDN6_30_10_L
O6AR_LD.ies

839 1 10.44 100%

Luminaire Locations

No. Label X Y Z

Location

MH Orientation Tilt X Y

Aim

Z

1 3Kblc 3.00 1489.00 20.00 20.00 0.00 0.00 3.00 1490.19 0.00
2 3Kblc -64.50 1489.50 20.00 20.00 0.00 0.00 -64.50 1490.69 0.00
3 3Kblc 5.00 1561.50 20.00 20.00 180.00 0.00 5.00 1560.31 0.00
4 3Kblc -57.50 1549.50 20.00 20.00 180.00 0.00 -57.50 1548.31 0.00
1 B 51.00 1496.00 20.67 20.67 0.00 60.00 51.00 1521.66 5.86
2 B 57.00 1496.00 20.67 20.67 0.00 60.00 57.00 1521.66 5.86
3 B 55.50 1561.50 20.67 20.67 180.00 60.00 55.50 1535.85 5.86
4 B 49.50 1561.50 20.67 20.67 180.00 60.00 49.50 1535.85 5.86
6 B 37.00 1523.00 20.67 20.67 90.00 60.00 62.32 1523.00 6.05
7 B 37.00 1529.00 20.67 20.67 85.24 60.00 62.23 1531.10 6.05
6 C 62.50 1498.50 20.00 20.00 177.61 0.00 62.51 1498.24 0.00
1 c-low 71.00 1511.50 8.50 8.50 90.00 0.00 71.26 1511.50 0.00
2 c-low 71.00 1517.50 8.50 8.50 90.00 0.00 71.26 1517.50 0.00
3 c-low 71.00 1523.00 8.50 8.50 90.00 0.00 71.26 1523.00 0.00
4 c-low 90.50 1533.00 8.50 8.50 90.00 0.00 90.76 1533.00 0.00
5 c-low 90.50 1553.50 8.50 8.50 90.00 0.00 90.76 1553.50 0.00
1 D-new 80.00 1548.50 10.00 10.00 90.00 0.00 80.00 1548.50 0.00
2 D-new 80.00 1537.50 10.00 10.00 90.00 0.00 80.00 1537.50 0.00
3 D-new 64.00 1560.00 10.00 10.00 0.00 0.00 64.00 1560.00 0.00
4 D-new 39.00 1526.00 10.00 10.00 90.00 0.00 39.00 1526.00 0.00

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Calc Zone #2 0.6 fc 7.9 fc 0.0 fc N/A N/A
property line 0.0 fc 0.1 fc 0.0 fc N/A N/A

Note
1.file=visual-files-jan2021-
ziggielafayette-R1.vsl

Note
Lighting calculation software is for
estimating purposes only, not
generating exact values.

These calculations are for the use
and adoption by our clients and
theirs’ solely at their discretion.
This includes evaluation of the
calculated lighting levels and model
by the Architect, Engineer, Lighting
Designer or Owner for adherence to
the project’s lighting specifications
for levels and uniformity.

We make no guarantees of meeting
any subjective expectations.
Calculations are based on a model
only. Space characteristics and
electrical supply to fixtures, along
with installation details, may alter
fixture output and model
performance.  Model is based on
standard reflectance values unless
otherwise noted.

Any variance from reflectance
values, obstructions, light loss
factors (including both physical and
electrical in nature) or dimensional
data will affect the actual light levels
obtained.

Final construction drawings and
calculations are the responsibility of
a licensed architect or engineer.

The Lighting Agency provides these
calculations as a courtesy for
evaluation only.

..
.

Designer

Date
10/13/2020
Scale
Not to Scale
Drawing No.
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Schedule

Symbol Label QTY Manufacturer Catalog Number Description Lamp Number
Lamps Filename

Lumens
per

Lamp
LLF Wattage Efficiency

B
6 WAC Lighting WP-LED514-2(max) endurance sign light NA 1 WP-LED514-

3000K-60°.IES
984 1 15.155 100%

C
1 Gotham

Architectural
Lighting

EVO6WC 30/15 AR ND
LSS

EVO 6IN CYLINDER, WALL
MOUNT, 80 CRI, 3000K,
1500LM, NARROW DIST, CLEAR,
SEMI-SPEC

1 EVO6WC_30_1
5_AR_ND_LSS.i
es

1503 1 14.7 100%

3Kblc
4 Lithonia

Lighting
DSX1 LED P4 30K BLC
MVOLT

DSX1 LED P4 30K BLC MVOLT LED 1 DSX1_LED_P4_
30K_BLC_MVOL
T.ies

11026 1 125 100%

c-low
5 Gotham

Architectural
Lighting

EVO6WC 30/07 AR
MWD LSS

EVO 6IN CYLINDER, WALL
MOUNT, 80 CRI, 3000K, 750LM,
MED WIDE DIST, CLEAR, SEMI-
SPEC

1 EVO6WC_30_0
7_AR_MWD_LS
S.ies

737 1 8.2 100%

D-
new

4 Lithonia
Lighting

LDN6 30/10 LO6AR LD 6IN LDN, 3000K, 1000LM,
CLEAR, MATTE DIFFUSE
REFLECTOR, CRI80

1 LDN6_30_10_L
O6AR_LD.ies

839 1 10.44 100%

Luminaire Locations

No. Label X Y Z

Location

MH Orientation Tilt X Y

Aim

Z

1 3Kblc 3.00 1489.00 20.00 20.00 0.00 0.00 3.00 1490.19 0.00
2 3Kblc -64.50 1489.50 20.00 20.00 0.00 0.00 -64.50 1490.69 0.00
3 3Kblc 5.00 1561.50 20.00 20.00 180.00 0.00 5.00 1560.31 0.00
4 3Kblc -57.50 1549.50 20.00 20.00 180.00 0.00 -57.50 1548.31 0.00
1 B 51.00 1496.00 20.67 20.67 0.00 60.00 51.00 1521.66 5.86
2 B 57.00 1496.00 20.67 20.67 0.00 60.00 57.00 1521.66 5.86
3 B 55.50 1561.50 20.67 20.67 180.00 60.00 55.50 1535.85 5.86
4 B 49.50 1561.50 20.67 20.67 180.00 60.00 49.50 1535.85 5.86
6 B 37.00 1523.00 20.67 20.67 90.00 60.00 62.32 1523.00 6.05
7 B 37.00 1529.00 20.67 20.67 85.24 60.00 62.23 1531.10 6.05
6 C 62.50 1498.50 20.00 20.00 177.61 0.00 62.51 1498.24 0.00
1 c-low 71.00 1511.50 8.50 8.50 90.00 0.00 71.26 1511.50 0.00
2 c-low 71.00 1517.50 8.50 8.50 90.00 0.00 71.26 1517.50 0.00
3 c-low 71.00 1523.00 8.50 8.50 90.00 0.00 71.26 1523.00 0.00
4 c-low 90.50 1533.00 8.50 8.50 90.00 0.00 90.76 1533.00 0.00
5 c-low 90.50 1553.50 8.50 8.50 90.00 0.00 90.76 1553.50 0.00
1 D-new 80.00 1548.50 10.00 10.00 90.00 0.00 80.00 1548.50 0.00
2 D-new 80.00 1537.50 10.00 10.00 90.00 0.00 80.00 1537.50 0.00
3 D-new 64.00 1560.00 10.00 10.00 0.00 0.00 64.00 1560.00 0.00
4 D-new 39.00 1526.00 10.00 10.00 90.00 0.00 39.00 1526.00 0.00

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Calc Zone #2 0.6 fc 7.9 fc 0.0 fc N/A N/A
property line 0.0 fc 0.1 fc 0.0 fc N/A N/A

Note
1.file=visual-files-jan2021-
ziggielafayette-R1.vsl

Note
Lighting calculation software is for
estimating purposes only, not
generating exact values.

These calculations are for the use
and adoption by our clients and
theirs’ solely at their discretion.
This includes evaluation of the
calculated lighting levels and model
by the Architect, Engineer, Lighting
Designer or Owner for adherence to
the project’s lighting specifications
for levels and uniformity.

We make no guarantees of meeting
any subjective expectations.
Calculations are based on a model
only. Space characteristics and
electrical supply to fixtures, along
with installation details, may alter
fixture output and model
performance.  Model is based on
standard reflectance values unless
otherwise noted.

Any variance from reflectance
values, obstructions, light loss
factors (including both physical and
electrical in nature) or dimensional
data will affect the actual light levels
obtained.

Final construction drawings and
calculations are the responsibility of
a licensed architect or engineer.

The Lighting Agency provides these
calculations as a courtesy for
evaluation only.
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Schedule

Symbol Label QTY Manufacturer Catalog Number Description Lamp

Number 

Lamps

Filename Lumens per Lamp LLF Wattage

H

10 BEGA Converted by 

LUMCat V 07.11.2016 / 

H.R.

66698K3 LED  12,5W 1 BE_66698K3.IES 1250 1 15

S4

2 CREE, INC. STR-LWY-4MB-**-06-E-UL-700-

40K or BXSL*J06E-UD7 (700mA)

CAST GRAY PAINTED METAL HOUSING 

WITH CAST GRAY PAINTED METAL 

ACCESS DOOR, CAST GRAY PAINTED 

METAL FORWARD HOUSING PIECE, 

EXTRUDED DIFFUSE FINNED METAL HEAT 

SINK, 3 CIRCUIT BOARDS EACH WITH 20 

LEDS AND CAST GRAY PAINTED METAL 

TRIM PLATE, 1 CLEAR NON-INTEGRAL 

PLASTIC LENS BELOW EACH LED. 1 SMALL 

RUBBER HOUSE SIDE SHIELD BELOW 

EACH LED.

SIXTY WHITE LIGHT EMITTING 

DIODES (LEDS), VERTICAL BASE-

UP POSITION.

1 4MB-E.IES 9015 1 132.8

S3

14 CREE, INC. STR-LWY-3MB-xx-06-E-UL-700-

40K or BXSLxH06E-UD7 (700mA)

60 LED Type III Medium Optic w/ Full 

Backlight 700mA 4000K LEDway 

Streetlight

SIXTY WHITE LIGHT EMITTING 

DIODES (LEDS), VERTICAL BASE-

UP POSITION.

1 3MB-E.IES 7998 1 131.9

A

2 EATON - LUMIERE 

(FORMER COOPER 

LIGHTING)

303-W1-LEDB1-4000-UNV-T5X-

DIM10-BK

LUMIERE EON 303-W1, WALL MOUNTED 

LUMINAIRE, SINGLE LED BAR. TYPE V 

EXTRA WIDE FLOOD OPTICS, FROSTED 

GLASS LENS.

(7) 4000K CCT, 75 CRI LEDS 

ABSOLUTE PHOTOMETRY IS 

BASED ON CALIBRATION 

FACTORS CREATED USING LAB 

LUMEN STANDARDS IN 

GONIOPHOTOMETER WITH TEST 

DISTANCE OF 28.75 FEET 

Hospitality, Hotel, Landscape, 

Office, Residential, Sidewalk, 

Stairway, Walkway, Accent, 

Ambient, Decorative Indirect, 

Uplight, Damp Location, Wet 

Location

7 303-W1-LEDB1-4000-UNV-

-T5X-DIM10-BK.ies

100 1 8.38

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Calc Zone #1 2.0 fc 8.0 fc 0.0 fc N/A N/A
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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the
Architect as required.

The General Contractor shall check and
verify all levels, datums and dimensions and
shall report any and all errors and omissions
to the Architect immediately.

This drawing is to be read in conjunction
with structural,mechanical, electrical and/or
any other consultants drawings that may be
applicable.
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COMMERCIAL OUTDOOR

D-Series Size 1
LED Area Luminaire

Catalog 

Number

Notes

Type

Introduction
The modern styling of the D-Series is striking 
yet unobtrusive - making a bold, progressive 
statement even as it blends seamlessly with its 
environment. The D-Series distills the benefits 
of the latest in LED technology into a high 
performance, high efficacy, long-life luminaire. 

The outstanding photometric performance 
results in sites with excellent uniformity, greater 
pole spacing and lower power density. It is 
ideal for replacing up to 750W metal halide in 
pedestrian and area lighting applications with 
typical energy savings of 65% and expected 
service life of over 100,000 hours.

Hit the Tab key or mouse over the page to see all interactive elements.
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Ordering Information EXAMPLE: DSX1 LED P7 40K T3M MVOLT SPA NLTAIR2 PIRHN DDBXD

DSX1 LED

Series LEDs Color temperature Distribution Voltage Mounting

DSX1 LED Forward optics
P1 P4 1 P7 1

P2 P5 1 P8
P3 P6 1 P9 1

Rotated optics
P10 2 P12 2

P11 2 P13 1,2

30K 3000 K
40K 4000 K
50K 5000 K

T1S Type I short 
(Automotive)

T2S Type II short
T2M Type II medium
T3S Type III short
T3M Type III medium
T4M Type IV medium
TFTM Forward throw 

medium

T5VS Type V very short 3

T5S Type V short 3

T5M Type V medium 3

T5W Type V wide 3

BLC Backlight control 4

LCCO Left corner cutoff 4

RCCO Right corner cutoff  4

MVOLT 5

XVOLT  
(277V-480V) 6,7,8

120 9

208 9

240 9

277 9

347 9

480 9

Shipped included
SPA Square pole mounting
RPA Round pole mounting 10

WBA Wall bracket 3

SPUMBA Square pole universal mounting adaptor 11

RPUMBA Round pole universal mounting adaptor 9

Shipped separately
KMA8 DDBXD U Mast arm mounting bracket adaptor 

(specify finish) 12

Specifications
EPA: 1.01 ft2

(0.09 m2)

Length: 33”
(83.8 cm)

Width: 13”
(33.0 cm)

Height H1: 7-1/2”
(19.0 cm)

Height H2: 3-1/2”

Weight  
(max):

27 lbs
(12.2 kg)

Control options Other options Finish (required) 

Shipped installed
NLTAIR2 nLight AIR generation 2 enabled 13

PIRHN Network, high/low motion/ambient sensor 14

PER NEMA twist-lock receptacle only (controls ordered separate) 15

PER5 Five-pin receptacle only (controls ordered separate) 15,16

PER7 Seven-pin receptacle only (controls ordered separate) 15,16

DMG 0-10v dimming wires pulled outside fixture (for use with an 
external control, ordered separately) 17

DS Dual switching 18,19,20

PIR High/low, motion/ambient sensor, 8-15’ mounting height, 
ambient sensor enabled at 5fc 20,21

PIRH High/low, motion/ambient sensor, 15-30’ mounting height, 
ambient sensor enabled at 5fc 20,21

PIR1FC3V High/low, motion/ambient sensor, 8-15’ mounting height, 
ambient sensor enabled at 1fc 20,21

PIRH1FC3V Bi-level, motion/ambient sensor, 15-30’ mounting height, 
ambient sensor enabled at 1fc 20,21

FAO Field adjustable output 20,21

Shipped installed
HS House-side shield 23

SF Single fuse (120, 277, 347V) 9

DF Double fuse (208, 240, 480V) 9

L90 Left rotated optics 2

R90 Right rotated optics 2

HA 50°C ambient operations 1

Shipped separately 
BS Bird spikes 24

EGS External glare shield

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white

3KBLC

PROJECT TYPE

PROJECT NAME 

SPS-0050

A

BLE - G - BSL - - -
C

-
D

-
E

-
F

-
B

IMPORTANT: (1) Not available if LED23 Light Source is selected in Section D  (2) Only applicable if LED23 Light Source is selected in Section D  (3) 
Requires alternate canopy design 

Order Example:   BLE  -  G  -  BSL  -  307  -  G10  -  DD  -  LED16 -  2700K  -  MED  -  FST  -  277

BULLET GOOSENECK LED SIGN LIGHT
BARN LIGHT LED BULLET COLLECTION

Max Weight: 10.0 lbs

REV 01.22.19

A - FINISHES
POWDER COAT FINISHES:

100 Black
105 Textured Black
200 White
300 Dark Green

307 Emerald Green

390 Teal
400 Barn Red
420 Orange

480 Blush Pink
490 Magenta
500 Buttery Yellow

600 Bronze
601 Chocolate
605 Rust

370 Mint
380 Chartreuse

470 Watermelon

570 Sun�ower

311 Jadite

615 Oil-Rubbed Bronze
700 Royal Blue
705 Navy

800 Industrial Grey
805 Charcoal Granite

710 Cobalt Blue
715 Delphite Blue

810 Graphite
975 Galvanized

B - MOUNTING
GOOSENECK OPTIONS:

G2

G8
G9
G10

G6
G7

G25

G22
G24

G32

G15
G13

None

Heavy Duty Backing Plate1

Dusk-to-Dawn Photocell1

NA

HDBP

DD
Decorative Backing Plate
Cover1

DBPC

C - MOUNTING ACCESSORIES

D - LUMENS

E - COLOR TEMPERATURE

3500K, Bright White
4000K, Cool White

3500K
4000K

3000K, Neutral White3000K
2700K, Warm White2700K

F - OPTICS

50 Degree FWHMNAR
60 Degree FWHM
75 Degree FWHM

MED
WID

No Optics, 90 Degree 
FWHM

NA

G - LENS

FrostedFST
ClearCLR

H - INPUT VOLTAGE/DIMMING
120 VAC / TRIAC and ELV

120-277 VAC / 0-10 V 

120

277
Dimming

Dimming

G

-
H

DIMENSIONAL DRAWING

SHOWN WITH: G15 Gooseneck Arm

3.3”
8”

 2.2”

6.6”

5000K, Daylight5000K

ABOVE: ALTERNATE CANOPY DESIGN
Canopy required if LED23 Light Source

selected in Section D

Please reference website for dimensional 
drawings of all Gooseneck Options
  

5”
DUSK-TO-DAWN PHOTOCELL

HEAVY DUTY BACKING PLATE

OPTIONAL MOUNTING
ACCESSORIES

DECORATIVE BACKING 
PLATE COVER

Up to 800 Lumens, 8W LED
Up to 1200 Lumens, 12W 
LED

LED8
LED12

Up to 1600 Lumens, 16W 
LED

LED16

Up to 2000 Lumens, 23W 
LED3

LED23

Please reference table on Page 2 for 
lumen values of all light source options
  

LED Decorative Backing 
Plate Cover2

LDBPC

LED DECORATIVE 
BACKING PLATE COVER

1Address: 320 Knox McRae Dr. Titusville, FL 32780          Phone: (800) 407-8784          Email: sales@barnlight.com          Website: www.barnlight.com
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MODEL: TYPE

PROJECT:

PREPARED BY: DATE:

COWS SERIES

FEATURES AND SPECIFICATIONS

LINE DRAWING

The COWS has a slim body with a variety of different style covers to create 
different light effects for various needs. 

INTENDED USE:
The COWS series is ideal for applications such as lighting walkways and stairways for safety and security.

CONSTRUCTION:
The body is constructed aluminum.
Finish: Paint after fabrication (PAF) adds high resistance to rust over its lifetime.

OPTICS:
High light transmittance transparent tempered glass.

ELECTRICAL:
70% lumen maintenance at >50,000 hours; predicted life of more than 80,000 hours. The COWS 
delivers up to 140 lumens per watt and LED Lumen maintenance of L80/80,000 hours. Driver disconnect 
is provided where required to comply with U.S. and Canadian codes. Thermally protected driver standard.

INSTALLATION:
Fixture comes standard with wall mount bracket.  Optional face plates sold separately.

LISTINGS:
UL listed to US and Canadian safety standards. Wet location listed. For use in ambient operating 
temperatures ranging from -20°C to 40°C.  

WARRANTY:
5-year limited warranty. Complete warranty terms located at:

www.tamliteusa.com/CustomerResources/Terms_and_conditions.asp

NOTE: Actual performance may differ as a result of end-user environment and application.
All values are design or typical values, measured under laboratory conditions at 25 °C. Specifications subject to change 
without notice.

COWS3/5015BZ

COWSP01BZ COWSP02BZ

COWSP03BZ COWSP04BZ
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COWS SERIES

FIXTURE ORDERING INFORMATION

COWS

SERIES COLOR TEMP WATTAGE FINISH

COWS [30] : 3000K [15] : 15 Watts [BZ] : Bronze

[40] : 4000K [WH] : White

[50] : 5000K

PERFORMANCE SPECIFICATIONS

Lumens LPW Max Wattage Max Amps

1300 90 15 0.18

GENERAL DRIVER INFORMATION

ELECTRICAL SPECIFICATIONS 15W

Input

Input Voltage (VAC) 90V-305V

Frequency Range (Hz) 50-60 Hz (+/- 10%)

Input Current Max (A) Per Driver 0.25

THD @ Full Load <20%

Efficiency @ Full Load 86%

Inrush Current 100% Load at 230V Input Cold start 20A

Power Factor @ Full Load >0.9

ENVIRONMENTAL SPECIFICATIONS 15W

Ambient Range -40°C to 60°C

Max. Storage Temp. 85°C

MTBF 200,000 Hrs. TA=25°C

EMI Compliance FCC Part 15 Class B

Output

Output Voltage (VDC) 36-60VDC

Output Current (mA) Per Driver 250mA

Max. Output power (W) Per Driver 15W

Over Temp. Protection Shutdown @ 120°C

LED Power Up Time <1sec

Load Regulation <10%

Line Regulation <10%

Over Voltage Protection Yes

Over Load Protection Yes

Output Short-Circuit Protection Yes

COWSP

SERIES STYLE FINISH

COWS [01] : #1 [BZ] : Bronze

[02] : #2 [WH] : White

[03] : #3

[04] : #4

FACE PLATE ORDERING INFORMATION

CONTRACTOR:
PROJECT: DATE:
PREPARED BY:
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MODEL#:  CLY6

SERIES SPECIFICATIONS

CONSTRUCTION

LINE DRAWING

660 NW PEACOCK BLVD.     PORT ST. LUCIE, FL 34986      TEL: 772.879.0178      TAMLITEUSA.COM
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MODEL:TYPE

PROJECT:

PREPARED BY:DATE:

CLY6 SERIES

FEATURES AND SPECIFICATIONS

LINE DRAWING

The CLY series features an ultra low-profile design at a value contractors 
need. The detachable junction box allows for more freedom of installation 
during remodels and new construction. 

INTENDED USE:
The CLY series is ideal for applications with restricted plenum access, as the low profile design and 
detachable junction box allow for installation with only 3.5” of clearance. 

CONSTRUCTION:
Steel detachable junction box for flexible installation. Durable aluminum housing and trim. 

OPTICS:
Precision-molded polycarbonate lenses are engineered for superior light area distribution.  The CLY6 series 
has a beam spread of 110°.

ELECTRICAL:
70% lumen maintenance at >40,000 hours. Long-life LEDs, coupled with high-efficiency drivers, provide 
extended service life. The CLY6 delivers up to 72 lumens per watt. Driver disconnect is provided to comply 
with U.S. and Canadian codes. Thermally protected driver standard.

DIMMING:
LED drivers delivers smooth continuous dimming. Dims to 10% standard. 

INSTALLATION:
Remote driver allows for an easy installation to stud while the spring loaded clips in the fixture allow for 
quick installation while pulling the fixture flush to the mounting hole.

LISTINGS:
ETL listed to US and Canadian safety standards. Wet location listed. IC Rated.  For use in ambient 
operating temperatures ranging from -30°C to 105°C.

WARRANTY:
5-year limited warranty. Complete warranty terms located at:

www.tamliteusa.com/CustomerResources/Terms_and_conditions.asp

NOTE: Actual performance may differ as a result of end-user environment and application.
All values are design or typical values, measured under laboratory conditions at 25 °C. Specifications subject to change 
without notice.

Ceiling Opening : ø 6 1/2” (165mm)

11675 SW TOM MACKIE BLVD. | PORT ST. LUCIE, FL 34987 | PH: 772.878.4944 |  TAMLITEUSA.COM

Intended use:
The CLY series is ideal for applications with restricted plenum access, as the low 
profile design and detachable junction box allow for installation with only 3.5” 
of clearance. 

Construction:
Steel detachable junction box for flexible installation. 
Durable aluminum housing and trim. 

Optics:
Precision-molded polycarbonate lenses are engineered for superior light area 
distribution.  The CLY6 series has a beam spread of 110°.

Electrical:
70% lumen maintenance at >40,000 hours. Long-life LEDs, coupled with 
high-efficiency drivers, provide extended service life. The CLY6 delivers up 
to 72 lumens per watt. Driver disconnect is provided to comply with U.S. and 
Canadian codes. Thermally protected driver standard.

Dimming:
LED drivers delivers smooth continuous dimming.  

Installation:
Remote driver allows for an easy installation to stud while the spring loaded 
clips in the fixture allow for quick installation while pulling the fixture flush to 
the mounting hole.

Listings:
ETL listed to US and Canadian safety standards. Wet location listed. IC Rated.  
For use in ambient operating temperatures ranging from -30°C to 105°C.

Warranty:
5-year limited warranty.

NOTE: Actual performance may differ as a result of end-user environment and 
application. All values are design or typical values, measured under laboratory 
conditions at 25 °C. Specifications subject to change without notice.

Ceiling Opening: ø  6 1/2” (165mm)
7.36’’

1.03’’ 1.23’’

4.72’’

2.56’’

7.36’’

1.03’’ 1.23’’

4.72’’

2.56’’

Description:
The CLY series features an ultra low-profile design at a value contractors 
need. The detachable junction box allows for more freedom of installation 
during remodels and new construction. 

6” Low Profile 
LED Down Light
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ELECTRICAL SPECIFICATIONS 13.5W

Input

Input Voltage (VAC) 120V

Frequency Range (Hz) 60 Hz (+/- 10%)

120V

Input Current Max (A) Per Driver 0.1

THD @ Full Load < 20%

Efficiency @ Full Load > 80%

Power Factor @ Full Load > 0.9

Output

Output Voltage (VDC) 35-42VDC

Output Current (mA) Per Driver 290mA

PERFORMANCE SPECIFICATIONS

CONTRACTOR:
PROJECT: DATE:
PREPARED BY: MODEL#:  CLY6

SERIES SIZE COLOR TEMP. COLOR

CLY [ 6 ] : 6’’

[ -27 ] : 80CRI 2700K [ /WH ] : WHITE

[ -30 ] : 80CRI 3000K [/BK ] : BLACK

[ -40 ] : 80CRI 4000K [ /SN ] : SATIN

[ -50 ] : 80CRI 5000K [ /MO ] : MOCHA

SERIES LUMENS LPW MAX WATTAGE AMPS @ 120V

CLY6 981 72 13.5 0.121

EXAMPLE: CLY6-30K/BK

ORDERING INFORMATION

GENERAL DRIVER INFORMATION

PAGE 2 OF 3

TYPE B

TYPE C
C-LOW

TYPE D
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PRO. TRASH ENCLOSURE
RE: ARCH

12.54'
FLUSH CURB

PRO. ADA RAMP PER
PRIVATE DETAIL D

PRO.WHEEL STOP
PRIVATE DETAIL C

PRO. SIDEWALK CHASE AND U-CHANNEL
PRIVATE DETAIL E

PRO. MONUMENT SIGN
RE: ARCH

BEGIN REMOVAL
39 L.F. C&G TO INLET

PRO. DOMESTIC WATER METER
COL DETAIL NO. 200-10A

PRO. BIKE RACKS
RE: ARCH

PRO. ADA RAMP PER
COL DETAIL NO. 1400-15 C

PRO. 30 L.F. STRIPING

PRO. FLUSH SIDEWALK

PRO. SITE LIGHT
 (TYP.)

PRO. MOUNTABLE CURB
@ CURVES

PRIVATE DETAIL B

PRO. MOUNTABLE CURB
@ CURVES PRO. TYPE 13 COMBINATION INLET

PRO. MENU BOARD
RE: ARCH

PRO. ADA RAMP PER
PRIVATE DETAIL D

PRO. ADA PARKING SIGN
PRIVATE DETAIL H

PRO. SSWR CLEANOUT
PRIVATE DETAIL K

PRO. TRANSFORMER

TIE TO EX. SIDEWALK
TO REMAIN

REMOVE AND REPLACE
140 LF OF EX. 5' SIDEWALK

TIE TO EX. SIDEWALK
TO REMAIN

PRO. ADA RAMP
PRE COL DETAIL

NO. 1400-15C

PRO. MOUNTABLE CURB
@ CURVES

PRIVATE DETAIL B

19.00'

9.00'

75 L.F. BLOCK WALL MAX HEIGHT 18"
PRIVATE DETAIL F

9.00'

9.00'

9.00'

8.00'

8.50'

8.50'

PUBLIC AND EMERGENCY
VEHICLE ACCESS AND

UTILITY EASEMENT

19.00'

9.00'

19.00'

PRO.27.00'
COMMON ACCESS & EMERGENCY

VEHICLE ACCESS EASEMENT

25.00'

6" CONCRETE BETWEEN CURBS

SIGHT DISTANCE TRIANGLES

REMOVE 10.5 LF OF EX. INLET GUTTER TRANISTION
REPLACE W/ 3 LF TRANSITION

REMOVE & REPLACE 23 LF OF EX. 5' WALK

PRO. DRIVE CUT & 6' CROSS
PAN COL DETAILS NO. 1400-13

PRO. DRIVE CUT & 6' CROSS PAN
COL DETAILS NO. 1400-10 & 13

PRO. ADA RAMP PER
PRIVATE DETAIL D

PRO. (x6) WHEEL STOP
PRIVATE DETAIL C

LOT 5C

PRO. COMPACT
PARKING SIGN

11
.0

0' 33.31'
15.39'

C1 L1

L2

L3

C2 L4

L5

C3

L6

C4

L7

C5

L8
C6L9

C7L10
C8

L1
1

C9

L12

C10

C11 L13

C12

L1
4

L15

L1
6

C13
L17

L1
8

L19C14
L20

C1
5

L21

L22

L23

C16

C17

L24

C18

L2
5

C19 C20 C21

C22

C2
3

L26

L27

L2
8

177.01'

34.12'

PRO. 15' UTILITY
EASEMENT

PRO. BOLLARD
RE : ARCH

PRO. BOLLARD
RE : ARCH

PRO. BOLLARD
RE : ARCH

5.00'

PRO. 3' TRANSITION TO 14":12" SLOPE GUTTER

PRO. 3' TRANSITION TO 14":12" SLOPE GUTTER

PRO. SIDEWALK CHASE AND U-CHANNEL
PRIVATE DETAIL E

LINE TABLE

LINE #

L1

L2

L3

L4

L5

L6

L7

L8

L9

L10

L11

L12

L13

L14

L15

L16

L17

L18

L19

L20

L21

L22

L23

L24

L25

L26

L27

L28

BEARING

S00°00'00"E

N90°00'00"W

N89°33'46"E

S00°00'00"E

N90°00'00"W

N90°00'00"E

S00°00'00"E

N90°00'00"E

N48°17'23"W

S15°04'23"W

N90°00'00"W

N00°00'00"E

S00°00'00"E

N90°00'00"W

S00°00'00"E

N90°00'00"E

S00°00'00"E

N90°00'00"E

N00°00'00"W

N89°55'16"E

S22°05'56"E

S00°15'13"E

S13°52'10"W

S00°00'00"E

N90°00'00"W

S89°57'35"E

N00°02'16"E

N90°00'00"W

DISTANCE

17.79

54.00

6.30

4.60

12.53

5.78

128.50

79.91

2.84

3.72

68.27

113.48

14.28

18.27

54.00

18.27

19.00

52.00

24.50

6.94

4.44

23.07

7.24

8.75

7.92

1.86

8.10

16.10

CURVE TABLE

CURVE #

C1

C2

C3

C4

C5

C6

C7

C8

C9

C10

C11

C12

C13

C14

C15

C16

C17

C18

C19

C20

C21

C22

C23

ARC LENGTH

1.61

1.58

3.14

39.27

34.56

4.48

10.29

6.16

28.27

31.24

1.57

1.57

1.57

1.57

7.83

12.56

28.42

39.27

3.21

0.79

1.57

2.21

18.08

RADIUS

1.00

1.00

1.00

25.00

22.00

3.50

201.80

3.50

18.00

20.00

1.00

1.00

1.00

1.00

5.00

7.98

18.00

25.00

1.00

0.50

1.00

1.00

20.00

DELTA ANGLE

92°08'17"

90°26'18"

180°00'00"

90°00'00"

90°00'00"

73°23'48"

2°55'23"

100°54'28"

90°00'00"

89°29'13"

89°57'35"

90°00'00"

90°00'00"

90°00'00"

89°45'02"

90°11'25"

90°26'53"

90°00'00"

183°32'58"

90°00'09"

90°02'16"

126°50'15"

51°47'36"

CHORD BEARING

N46°04'09"E

S45°13'09"E

S00°00'00"E

N45°00'00"E

N45°00'00"W

S53°18'06"E

N13°42'55"W

S39°32'46"W

N45°00'00"W

N44°44'36"E

S44°58'48"E

S45°00'00"W

S45°00'00"E

N45°00'00"E

S45°07'47"E

S44°40'45"W

N45°13'26"W

S45°00'00"E

N01°46'29"E

N45°02'20"E

N44°58'52"W

S26°34'53"W

S62°44'03"E

CHORD LENGTH

1.44

1.42

2.00

35.36

31.11

4.18

10.29

5.40

25.46

28.16

1.41

1.41

1.41

1.41

7.06

11.30

25.56

35.36

2.00

0.71

1.41

1.79

17.47

A DIVISION OF
HABERER CARPENTRY INC.
621 SOUTHPARK DR., SUITE 1600
LITTLETON CO, 80120
PHONE: (303) 979-3900
INFO@HABERERGROUP.COM

30'20'10'0'

SCALE: 1"=10'

N
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EXISTING
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LANDSCAPE

PROPOSED

ASPHALT

CIVIL SITE LEGEND

CURB AND GUTTER (SPILL)

CURB AND GUTTER (CATCH)

ELECTRICAL BOX

SITE LIGHT

SIGN

MANHOLES

INLET

METER PIT

GATE VALVE

CLEAN OUT
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PROPOSED

FIRE HYDRANT
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BACK OF CURB
FLOWLINE

LIP (SPILL)

BACK OF CURB
FLOWLINE

LIP (CATCH)

AutoCAD SHX Text
M

AutoCAD SHX Text
T

AutoCAD SHX Text
STOP

AutoCAD SHX Text
ENTER

AutoCAD SHX Text
ZIGGI'S COFFEE 1,800 SF  SINGLE STORY  BUILDING

AutoCAD SHX Text
D

AutoCAD SHX Text
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AutoCAD SHX Text
EX. STORM MANHOLE TO REMAIN

AutoCAD SHX Text
EX. SSWR MANHOLE TO REMAIN

AutoCAD SHX Text
BALMSTONE DRIVE

AutoCAD SHX Text
FOUND NAIL AND 2" ALUM TAG PLS 16406

AutoCAD SHX Text
SET #5 REBAR WITH YELLOW PLASTIC CAP PLS 29414

AutoCAD SHX Text
LOT 11C OWNER: SOLA INC.

AutoCAD SHX Text
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Scale: N.T.S.
ADA CURB RAMPD

RETAINING
SCREW

1'-0"LI
P

FL B.
O

.C
.

SIDEWALK

TREE LAWN SIDEWALK

AA

B

B

C

C

PLAN VIEW
N.T.S.

GRATE TREAD PLATE,

SECTION A-A
N.T.S. SECTION B-B

N.T.S.

SECTION C-C
N.T.S.

6" VERTICAL CURB, GUTTER, & SIDEWALK

TREAD PLATE

12"

9" 9"

SIDEWALK

10
 3 8" 6"

6"

1
2" EXPANSION

JOINT

MAX ALLOWABLE SPAN 1'
FOR 38", & 2'-0" FOR 12" PLATE

USE NON-SLIP TREAD PLATE

1
2" X 1"  FLAT HEAD MACH.
SCREW BRASS OR ELECTRO-GALV. FINISH.

ANGLE IRON TO BE DRILLED AND THREADED
TO RECEIVE SCREW.
CONCRETE TO BE DRILLED TO ALLOW SCREW
(TYP.)

L = 11
4" X 11

4" X 12"

3" #4 ANCHOR
BAR WELDED @ 12"
(TYP. BOTH SIDES)

NOTES:
1. LENGTH OF STEEL PATE VARIES.
2. CHASE AND COVER PLATE LINE TO FLOW LINE.
3. CHASE AND CURB TO BE PLACED MONOLITHIC..

B.
O

.C
.

ROOF
OUTFALL &

U-CHANNEL

FL LI
P

B.O.C.
FL

LIP

Scale: N.T.S.
SIDEWALK  CHASE ( CURBOLET  OR EQUALl )E

Scale: N.T.S.
KEYSTONE - BROADSTONE 8" MEDLEY (OR EQUAL)F

NOTES:

1. 4500 PSI CONCRETE WITH FIBERMESH
REINFORCEMENT.

2. BRUSHED FINISH ON ALL EXPOSED CONCRETE.

1'-0"6" 6"

, LOWER
1

2"  @ CL

FLOW LINE

TYPE 'M' RIPRAP
RUNDOWN 1.0' THICK.
GROUT AT WEIR ONLY

6" ABC ROAD BASE.

SUB-GRADE, COMPACT
TO 95% STANDARD
 PROCTOR.

R  12" TYP.

6"

6"

Scale: N.T.S.
U-CHANNELG

FINISH
RE: LANDSCAPE

Gravity Wall Typical Section

Cap Unit

BroadStone Unit

Finished
Grade

Total Wall
Height

Embedment

24"

6"

12" (Min.) of Free
Draining Aggregate

4" Ø (Min) Drain Tile
(Elevation Varies)
(See Note)

4" Ø (Min) Drain Tile
(Elevation Varies)
           - or -

6" (Min) Compacted
Granular Base Leveling Pad

Low Permeable Soil

1/4"

8"

WALL NOTES
1. MATCH COLOR TO ANY TONE WITHIN THE FAMILY OF THE BUILDING'S STONE VENEER:

1.1. BORAL CULTURED STONE
1.2. CHARDONNAY
1.3. COUNTRY LEDGESTONE
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A DIVISION OF
HABERER CARPENTRY INC.
621 SOUTHPARK DR., SUITE 1600
LITTLETON CO, 80120
PHONE: (303) 979-3900
INFO@HABERERGROUP.COM

7'-0" MIN.

36"

6" MIN.
1" MAX.

ALUMINUM SIGN

SIGN TO BE FASTENED
WITH 3 8" DRIVE RIVETS

GALVANIZED 2" SQUARE
SIGN POST WITH 716" HOLES
OR KNOCKOUTS AT 1" O.C.

5
16" CORNER BOLT AND NUT

OR 3 8" BOLT AND NUT

GALVANIZED 2-14"
SQUARE ANCHOR POST
WITH 716" HOLES OR
KNOCKOUTS AT 1" O.C.

1"
(P

R
EF

ER
R

ED
)

4"
 (M

AX
)

BASE
(SLEEVE)

POST

CROSS SECTION
OF POST

(14 GAUGE)

MUTCD
R1-1

2'-0"

4.0"

3'-0"

18"

BOLLARD

NOTES:

1. CONCRETE SHALL BE 4500 PSI MIN.
2. SUBGRADE SHALL BE PREPARED PER

GEOTECH REPORT.
3. BOLLARD TYPE:

· SIGN POST BOLLARD
4. REFER TO SITE PLAN FOR BOLLARD

LOCATION AND SIZE.
5. BOLLARD SHALL BE SCH. 40

GALVANIZED STEEL PIPE PAINTED
OSHA YELLOW AND FILLED WITH
CONCRETE.

6. USE SIGN POST BOLLARD FOR ANY
SIGNAGE ALONG HEAD IN.

A A

18" DIA.

SECTION A

ROUNDED CONC. CAP
W/ EMBEDDED POST

ROUND FOOTING

SQUARE FOOTING

A A

18"

PLAN VIEW

Scale: N.T.S.
TYPICAL BOLLARD W/ A.D.A. MOUNTED SIGN DETAILH

POST

1'-6"

1'-3"

12"

7'-0" MIN.

CROSS
SECTION
OF POST

(14 GAUGE)

1"

SIGN R7-8
(NO ARROWS)

SIGN R7-8b

SIDEWALK

DOUBLE PARKING STALL

LEGEND:
ISA = International Symbol of Accessibility

TABLE A

2'-0" MIN.
UNOBSTRUCTED
AREA

ISA MARKING
AT REAR LIMIT
OF STALL, SEE
DETAIL A

9'-0"
NOTE:
5'-0" Min BETWEEN REGULAR
ACCESSIBLE PARKING STALLS
8'-0" Min TO THE RIGHT OF EACH
VAN ACCESSIBLE PARKING
STALL, SEE NOTES 2 AND 9

ISA MARKING
SIGN R7-8b

See Notes 2 and 6

19'-0"

TOTAL NUMBER OF
PARKING SPACES

PROVIDED IN
PARKING FACILITY

MINIMUM NUMBER OF REQUIRED
ACCESSIBLE PARKING SPACES

1-25
26-50
51-75
76-100

151-200
101-150

201-300
301-400
401-500

501-1000

1001 AND OVER

1
2
3
4
5
6
7

9
2% OF TOTAL

20 PLUS 1 FOR EACH 100 OR
FRACTION THEREOF OVER 1000

8

 

ISA PARKING SIGN,
SEE NOTES 2 AND 9 ISA PARKING SIGN,

SEE NOTES 2 AND 9

SEE NOTE 3
SEE

NOTE 3

CURB RAMP

4" WHITE LINE BORDERS

4" WHITE LINE DIAGONALS
AT 3'-0" MAX. CENTERED,

9'-0"
 

9'-0"

WHITE ISA

WHITE BORDER

BLUE
BACKGROUND

NOTES:

1. ACCESSIBLE PARKING SPACES SERVING A PARTICULAR BUILDING
SHALL BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTE OF
TRAVEL FROM ADJACENT PARKING TO AN ACCESSIBLE ENTRANCE. IN
PARKING FACILITIES THAT DO NOT SERVE A PARTICULAR BUILDING,
ACCESSIBLE PARKING SHALL BE LOCATED ON THE SHORTEST
ACCESSIBLE ROUTE OF TRAVEL TO AN ACCESSIBLE PEDESTRIAN
ENTRANCE OF THE PARKING FACILITY.

2. ONE IN EVERY SIX ACCESSIBLE OFF-STREET PARKING STALLS, BUT
NOT LESS THAN ONE, SHALL BE SERVED BY AN ACCESSIBLE AISLE OF
8'-0" MINIMUM WIDTH AND SHALL BE SIGNED VAN ACCESSIBLE. THE
R7-8B SIGN SHALL BE MOUNTED BELOW THE R7-8P PLAQUE OR THE
R7-8 SIGN.

3. IN EACH PARKING STALL, A CURB OR PARKING BUMPER SHALL BE
PROVIDED IF REQUIRED TO PREVENT ENCROACHMENT OF VEHICLES
OVER THE REQUIRED WIDTH OF WALKWAYS. PARKING STALLS SHALL
BE SO LOCATED THAT PERSONS WITH DISABILITIES ARE NOT
COMPELLED TO WHEEL OR WALK BEHIND PARKED VEHICLES OTHER
THAN THEIR OWN.

4. PARKING SPACES AND ACCESS AISLES SHALL BE LEVEL WITH
SURFACE SLOPES NOT EXCEEDING 2.0% IN ALL DIRECTIONS.

5. TABLE A SHALL BE USED TO DETERMINE THE REQUIRED NUMBER OF
ACCESSIBLE PARKING STALLS IN EACH PARKING LOT OR GARAGE.

6. WHERE PLAQUE R7-8P, SIGN R7-8 OR SIGN R7-8b ARE INSTALLED, THE
BOTTOM OF THE SIGN OR PLAQUE PANEL SHALL BE A MINIMUM OF 7'-0"
ABOVE THE SURROUNDING SURFACE.

7. WHERE A SINGLE (NON-VAN) ACCESSIBLE PARKING SPACE IS
PROVIDED, THE LOADING AND UNLOADING ACCESS AISLE SHALL BE
ON THE PASSENGER SIDE OF THE VEHICLE AS THE VEHICLE IS GOING
FORWARD INTO THE PARKING SPACE.

8. WHERE A VAN ACCESSIBLE PARKING SPACE IS PROVIDED, THE
LOADING AND UNLOADING ACCESS AISLE SHALL BE 8'-0" WIDE
MINIMUM, AND SHALL BE ON THE PASSENGER SIDE OF THE VEHICLE
AS THE VEHICLE IS GOING FORWARD INTO THE PARKING SPACE.

9. ACCESSIBLE PARKING ONLY SIGN SHALL BE SIGN R7-8 WITH PLAQUE
R7-8P.

Scale: N.T.S.
A.D.A. RAMP AND PARKING DETAILSJ

SIGN R7-8
(NO ARROWS)

PLAQUE R7-8P

FLOW

NOTES:

1. CLEANOUT SHALL BE CONSTRUCTED SO THAT SURFACE LOAD WILL NOT BE TRANSFERRED TO MAIN.
2. SERVICE LINE CLEANOUT MAY BE INSTALLED APPROXIMATELY 5 FEET  OUTSIDE THE BUILDING

FOUNDATION.
3. A CLEANOUT IS REQUIRED ON ALL SERVICE LINES EVERY 100 FEET, AT EVERY 'Y' OR AFTER A

COMBINED TOTAL OF 145° OF BEND.
4. USE PRE-FABRICATED WYE FITTINGS TO CONSTRUCT CLEANOUT ASSEMBLIES

FINISHED GRADE

30° CURVE

4" PVC SEWER PIPE

4" PVC SEWER PIPE4" x 4" x 60° WYE4" PVC SEWER PIPE

30° CURVE

4" PVC SEWER PIPE

4" GASKETED  CAP

H-25 RATED LAMP
HOLE COVER

Scale: N.T.S.
TWO-WAY SEWER C.O.L

Scale: N.T.S.
TYPICAL STOP SIGN DETAILI

MATCH EX. ELEV. = 5206.58

MATCH EX. ELEV. = 52006.43

STANDARD CURB AND GUTTEREX. INLET
TO REMAIN

3.00' TRANSITION

PRO. ELEV. = 5206.61TOP OF CURBTOP OF CURB

TOP OF CURB

TRANSITION CURB
TRANSITION CURB

TOP BACK OF CURB

FLOWLINE

LIP OF GUTTER

-1"

-2"

Scale: N.T.S.
TRANSITION CURBK
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PERENNIALS

EDGER

SOD

DECIDUOUS TREE

ORNAMENTAL TREE

LEGEND             

EVERGREEN TREE

EVERGREEN SHRUB

DECIDUOUS SHRUB

ORNAMENTAL GRASS

PROPOSED ROCK MULCH

SEEDING

PROPOSED COBBLES

PROPOSED WOOD MULCH

PROPOSED WATER-USE CALCULATIONS

(Total Gals. / Total S.F.)AVERAGE GALS./S.F./SEASON, ALL ZONES: GALS. PER S.F./ SEASON9.39

TOTAL Square Feet (S.F.) of ALL ZONES S.F. (INCLUDES R.O.W.)  7,497

70,438TOTAL gallons needed by ALL ZONES

GALS.

   0 S.F. x  (0 GALS. PER S.F/ SEASON) = GALS. PER S.F/ SEASON0

  4,591

S.F. x  (3 GALS. PER S.F/ SEASON) = GALS. PER S.F/ SEASON1,976 

S.F. x (10 GALS. PER S.F/ SEASON) = GALS. PER S.F/ SEASON

  18,600 GALS. PER S.F/ SEASONS.F. x (20 GALS. PER S.F/ SEASON) =

AREA

930

ZONE

Very Low Water Zones:

Moderate Water Zones:

High Water Zones:

Low Water Zones:

(Proposed beds)   45,910

5,928

(Irrigated turf)

(Irrigated native seeding)

GALS. PER S.F/ SEASON Trees Required (1 per 1000 S.F.):

TOTAL LANDSCAPE AREA: 7,497 S.F.

8

Trees Required (1 per 40 L.F. frontage): 6

Shrubs Required (1 per 150 S.F.): 50
SHRUBS PROVIDED: 126

PLANTS REQUIRED

TREES PROVIDED: 7

TREES PROVIDED: 8

PLANTS REQUIRED

'HIGH' HYDROZONE

'MODERATE' HYDROZONE

'LOW' HYDROZONE

'VERY LOW' HYDROZONE

H

M

L

VL

WATER USE LEGEND

NOTE: ALL SOD IS "HIGH" WATER ZONE; ALL BED
IS "MODERATE" WATER ZONE.

ZONE

Juniperus chinensis 'Spartan'

SIZE NOTES/REMARKSCOMMON NAME

Spartan Juniper

BOTANICAL NAMESYM QTY.

SJ

DECIDUOUS SHRUBS

B&B; Full & bushyIseli Fastigiate Bosnian Pine

EVERGREEN TREES

Pinus leucodermis 'Iseli Fastigiate'2 6' Ht.

B&B; Straight trunk

ORNAMENTAL TREES

FP

#1 ContainerHG 16 Pennisetum alopecuroides 'Hameln'

ORNAMENTAL GRASSES / PERENNIALS

Dwarf Fountain Grass

Juniperus sabina 'Sierra Spreader' Sierra Spreader JuniperSS

LP
5

Lodense Privet

Miss Kim Dwarf LilacSyringa patula 'Miss Kim'DL Low-Mod

B&B; Straight trunkHackberry

DECIDUOUS TREES

Celtis occidentalis 'Chicagoland'3HB
Moderate B&B; Straight trunkHeritage OakQuercus 'Heritage'4HO

24
Goldflame SpireaSpiraea japonica 'Goldflame'GF Low-Mod31

PLANT LIST

Low-Mod

Ligustrum vulgare 'Lodense'

1. PLANTS SHALL BE HEALTHY & WELL-ESTABLISHED B&B OR CONTAINER STOCK AND CONFORM TO STANDARDS IN THE "AMERICAN
STANDARDS FOR NURSERY STOCK, LATEST EDITION. NUMBER OF CANES SHALL BE PER ANSI Z60.1-2014 AND MINIMUM SIZE SHALL
BE AS LISTED ABOVE.

2. IN THE EVENT OF A DISCREPANCY BETWEEN THE QUANTITY OF PLANTS SHOW SYMBOLICALLY ON THE PLAN AND THE PLANT,
THE PLAN SYMBOLS SHALL TAKE PRECEDENCE. THE CONTRACTOR SHALL NOTIFY THE OWNER OF DISCREPANCIES PRIOR TO
BIDDING.

Pyrus calleryana 'Cleveland Select'2CH

TB Rhamnus frangula 'Columnaris' Tallhedge Buckthorn Low-Mod

Low-Mod

#1 ContainerDwarf Shasta DaisySD Leucanthemum x superbum 'Silver Princess' Low-Mod

EVERGREEN SHRUBS

Cheyenne PrivetLigustrum vulgare 'Cheyenne'CP 10

B&B; Straight trunkShademaster HoneylocustG. triacanthos inermis 'Shademaster'1HL

2.0" cal.
2.0" cal.
2.0" cal.

Physocarpus opufolius 'Summer Wine' Summer Wine NinebarkSW Low-Mod8
26

15

Low-Mod

2.0" cal.

Shenandoah Red Switch GrassSG 22 Panicum virgatum 'Shenandoah' Low-Mod

#5 Container
#5 Container
#5 Container
#5 Container
#5 Container
#5 Container
#5 Container#5 Container

Yellow ConeflowerYC 10 Echinacea paradoxa Low-Mod

Cheyenne MockorangePhiladelphus lewisii 'Cheyenne'MO Low-Mod
#5 Container

Low-Mod

Low-Mod
Low-ModJuniperus scopulorum 'Skyrocket' Skyrocket JuniperSR

#5 Container

#5 Container
#5 Container

B&B; Full & bushyBristlecone PinePinus aristata4 6' Ht.BP

10

13
7

Windwalker Big BluestemBB Andropogon gerardii 'Windwalker' Low-Mod #5 Container6

5

21-24" ht.

24-30" ht.

30-36" ht.
30-36" ht.
18-21" ht.
15-18" ht.

36-42" ht.

36-42" ht.

36-42" ht.
36-42" ht.
  9-12" ht.

12-15" ht.

12-15" ht.

12-15" ht.
#1 Container
#1 Container

12-15" ht.

Low-Mod

Moderate
Moderate

Low-Mod

Cleveland Select Pear Moderate

AV Viburnum rhytidophylloides 'Alleghany' Alleghany Viburnum Low-Mod3 #5 Container36-42" ht.

Bar Harbor JuniperBH 2 Juniperus horizontalis 'Bar Harbor' #5 Container
#5 Container

Low-Mod
Low-ModJuniperus scopulorum 'Medora' Medora JuniperMJ 15 36-42" ht.

  9-12" ht.

Northwind Switch GrassNW 22 Panicum virgatum 'Northwind' Low-Mod #1 Container12-15" ht.

SEED MIX (LOW GROW) SHALL BE:

25% EPHRAIM CRESTED WHEATGRASS
23% SHEEP FESCUE
18% PERENNIAL RYEGRASS
13% CANADA BLUEGRASS
12% BARLEY OR OATS
 9% BLUE FESCUE

RATE:
25 LBS. / ACRE- DRILLED
50 LBS. / ACRE- BROADCAST

C
OSAN SAN

SAN

SAN

SAN

SAN

SAN

SAN

SAN

W
S

W
S

W
S

W
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W
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W
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W
S

W
S

W
S

W
S

W
S
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ELEC ELEC ELEC ELEC

ELEC
ELEC

ELEC
ELEC

ELEC
ELEC

ELEC
ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

GAS GAS GAS GAS
G

AS
G
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G
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G
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G
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G
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G
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AS

G
AS
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AS

G
AS

GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS
GAS

GAS
GAS

GAS

GAS

GAS

GAS

GAS

GAS

GAS

GAS

GAS

GAS

BP

7CP

6MO

9SJ

7NW

3TB

2SW

4LP
3SS

4HG

11NW

HL

BP

3DL

BP

3KF3BS

3HG

5SD

3BB4GF

8DL

7HG

6SG

3DL

3HO
3HB

7YC 2HG
6NW

2FP2SW

3BB

10TB

4CP

6GF

6SJ

3YC

3DL3GF

2SS

H

HH H
H

H

H

L

L

L

L

L

L

L

L

L

L

L

L

L

6TB

6GF

HO

2GF

3SG

2GF
2GF

3GF
3GF

3SS

5DL

H

SS

SS

SITE
I.D. SIGN

TRASH
ENCLOSURE

BIKE
RACKS

SIGHT DISTANCE     L
INE

DRIVE-THRU
LANE MENU

BOARD

DRIVE-THRU
LANE

SIGHT       DISTANCE LINE

SIGHT DISTANCE
LINE

SIGHT DISTANCE

LINE

EXISTING 18" RCP
STORM STUB TO
BE RELOCATED

EX. GAS TO
BE RELOCATED

N 00°14'44" W
237.74'

S 00°15'01" E
176.70'

N 
61

°1
6'1

7"
 W

53
.2

8'

BALMSTONE DRIVE

H Y

D

W
AT W
AT

STST

H Y D

EX. GAS TO
BE RELOCATED

9TB22MJ

2AV

3SW

3YC

2SS

6CP

BH

BH

BH

BH

3SD

BH

CH

CH

6TB

3SW

2-4" COBBLES
ON WEED FABRIC

AV

3KF

3SJ

2SW

7SG

NORTH
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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the Architect as required.

The General Contractor shall check and verify all levels, datums
and dimensions and shall report any and all errors and omissions
to the Architect immediately.

This drawings is intended to be used in conjunction withstructural,
mechanical, electrical and/or any other consultants' drawings that
may be applicable.

This drawing is the exclusive property of the Architect and must
not be reproduced without his written permission.
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SPECIFIED BACKFILL MIXTURE (INCLUDE NATIVE SOIL WHERE POSSIBLE). 

2X Root Ball Diameter

FINISH

UNDISTURBED SUBGRADE

Do not cut single leader. Prune only damaged, dead wood or co-dominant leaders at City
Forester's direction.

12" NYLON TREE STRAP WITH GROMMETS ON GUY WIRE. DO NOT TWIST STRAPS
TO TIGHTEN AROUND TREE TRUNK.

1/2" DIAMETER WHITE PVC PIPE SECTION ON ENTIRE LENGTH OF EACH WIRE.

Trees planted in the right of way (ROW) are subject to the following restrictions:

x IF OVERHEAD UTILITY WIRES EXIST IN THE ROW, ONLY ORNAMENTAL OR TREES MATURING AT 20 (TWENTY) FEET MAXIMUM HEIGHT SHALL BE PLANTED.
x TREES SHALL BE CENTERED IN TREE LAWNS AND/OR PLANTING AREAS.
x PLANTING WITHIN 20 (TWENTY) FEET OF STOPS SIGNS OR STREET LIGHTS IS NOT PERMITTED.
x PLANTING WITHIN 5 (FIVE) FEET OF WATER LINES IS NOT PERMITTED- CHECK LOCAL JURISDICTION AND UTILITY PROVIDERS FOR TREE SPACING DISTANCE

FROM ALL UTILITIES.
x TREES SHALL BE PRUNED TO MAINTAIN A CLEARANCE OF 13'-6" OVER STREETS AND ALLEYS AND EIGHT FEET OVER REMAINING PORTIONS OF ROW,

INCLUDING SIDEWALKS OR AS DESIGNATED BY LOCAL JURISIDICTION.

Prior to digging, the Utility Center of Colorado shall be contacted at 811 to locate underground utilities.

14-GUAGE GALVANIZED WIRE, DOUBLE STRAND. LEAVE 1-2" SLACK IN WIRE TO ALLOW
FOR TRUNK MOVEMENT.

Any broken, crumbling or otherwise damaged rootball will be rejected. Damage during planting
operations will not be excused.

SLOPE SIDES OF PLANTING PIT AS SHOWN. ROUGHEN SIDES PRIOR TO BACKFILL.

COMPLETELY REMOVE ALL TWINE AND WIRE BASKET. PULL BURLAP DOWN A MINIMUM
OF 2/3, CUT AND REMOVE FROM PIT.

IF NEEDED , 6' STEEL POST OR WOOD STAKE (4' EXPOSED, 2' IN UNDISTURBED
SUBGRADE) WITH SAFETY CAPS, SET TO WINDWARD SIDE OR OTHER OPPOSITE; OR
PRE-APPROVED STAKING METHOD.

DECIDUOUS TREE FALL PLANTING: WRAP TRUNK TO FIRST BRANCH WITH SPECIFIED TREE
WRAP MATERIAL. SECURE AT TOP WITH MASKING TAPE. DO NOT WRAP ROUGH BARK,
POPULOUS, OR GLEDITSIA TREES. REMOVE IN SPRING AS SPECIFIED.

FORM 2" HIGH DIRT SAUCER AROUND PIT AT OUTSIDE OF TRANSITION ZONE.

CIRCLE OF SHREDDED BARK MULCH, 3" DEEP AND 4-6"AWAY FROM TRUNK TO OUTER
EDGE OF PLANTING HOLE.

SET ROOT COLLAR 2-3" HIGHER THAN FINSHED GRADE. REMOVE EXCESS SOIL FROM TOP OF
ROOTBALL.

X1
2 X 1

2 X

GRADE

TYP. DECIDUOUS / EVERGREEN TREE PLANTING
NOT TO SCALE

PLACEMENT NOTES:
SET SHRUB PLUMB. SPACE PLANTS AND
PLACE FOR BEST AFFECT.

PRUNING NOTES:
DO NOT HEAVILY PRUNE SHRUBS AT PLANTING.
PRUNE ONLY DEAD OR BROKEN BRANCHES. IF FORM
IS COMPROMISED BY PLANTING, REPLACE SHRUB.

REMOVE CONTAINER (INCLUDING FIBER
CONTAINERS), BASKETS, WIRE, ETC. FROM THE
ROOTBALL. BREAK-UP ENCIRCLING ROOTS WITH
SHARP KNIFE OR SPADE.

SET TOP OF ROOT BALL 1-2" HIGHER THAN
ADJACENT GRADE. SET ON UNDISTURBED SOIL.

1:1 SLOPE ON SIDES OF PLANTING HOLE.

SPLIT BOTTOM OF ROOT BALL.

4" HIGH WATER SAUCER/ MULCH RING 3FT. IN
DIAMETER. PLACE ON GEOTEXTILE WEED BARRIER.

BACKFILL WITH BLEND OF EXISTING SOIL & MAX. OF
20% (BY VOLUME) ORGANIC MATERIAL. WATER
THOROUGHLY WHEN BACKFILLING.

2X ROOTBALL

TYPICAL SHRUB PLANTING
NOT TO SCALE

GENERAL NOTES:

1. ALL WORK SHALL CONFORM TO THE CITY OF LAFAYETTE STANDARDS & REGULATIONS AND
ALL APPLICABLE STATE AND LOCAL CODES.

2. BASE INFORMATION PROVIDED TO JDC BY HCI ENGINEERING.

3. REFER TO THE APPROPRIATE ARCHITECTURAL, ENGINEERING, ELECTRICAL AND IRRIGATION
PLANS COMPLETED BY OTHERS. ANY DISCREPANCIES THAT AFFECT THIS WORK MUST BE
BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO CONSTRUCTION.

4. CONTRACTOR SHALL APPROPRIATE UTILITY LOCATORS TO LOCATE OF ALL BURIED UTILITY
LINES. FIELD-VERIFY EXISTING LOCATIONS, GRADES, AND CONDITIONS OF ALL BURIED UTILITIES
PRIOR TO CONSTRUCTION. NOTIFY THE OWNER'S REPRESENTATIVE OF ANY CONFLICTS OR
DISCREPANCIES FROM THE INFORMATION SHOWN ON THESE PLANS. IF DISCREPANCIES EXIST
DO NOT PROCEED WITH CONSTRUCTION ACTIVITIES WITHOUT APPROVAL OF THE OWNER'S
REPRESENTATIVE. DAMAGE TO UTILITIES BY THE CONTRACTOR SHALL BE REPAIRED AT HIS OWN
COST WITH NO EXPENSE TO THE OWNER.

SOIL PREPARATION / FINE GRADING NOTES

5. TOPSOIL THAT IS REMOVED DURING CONSTRUCTION ACTIVITY SHALL BE CONSERVED FOR
LATER USE ON LANDSCAPE.  THE TOP 4" OF LANDSCAPE AREAS SHALL BE EXISTING OR
IMPORTED TOPSOIL AS NECESSARY.

6. SOIL AMENDMENT SHALL BE LOW-SALTS, FULLY-MATURED ORGANIC COMPOST, CERTIFIED
FREE OF PATHOGENS. pH SHALL BE 6.0 TO 7.4 WITH A MIN. OF 30% ORGANIC MATERIAL.
COMPOST SHALL BE BIOCOMP-CLASS 1 BY A1 ORGANICS 16350 WCR 76, EATON, CO 80615, OR
APPROVED EQUAL. AMENDMENT FOR LANDSCAPE AREAS SHALL BE 4 C.Y. PER 1,000 S.F.

7. THE TOP 5" OF SUBGRADE SHALL BE TOPSOIL AND SOIL AMENDMENT MIXTURE TILLED TO A
MIN. DEPTH OF 6" BELOW SUBGRADE.

8. BEGIN FINE GRADING AFTER ROUGH GRADING OPERATIONS HAVE BEEN APPROVED. REMOVE
ALL CLODS,  LUMP & DELETERIOUS MATTER AND FINE GRADE ALL LANDSCAPE AREAS TO .1" +/-
OF FINISHED SUBGRADE. ALL FINE GRADING MUST BE APPROVED BY THE OWNER'S
REPRESENTATIVE PRIOR TO LANDSCAPE INSTALLATION.

9. IN ALL BED AREAS HOLD TOP OF SUBGRADE 3-4" BELOW ADJACENT IMPROVEMENTS TO
ALLOW FOR SPECIFIED MULCH DEPTH. IN SOD OR SEED AREAS, HOLD TOP OF SUBGRADE 3-4"
BELOW ADJACENT IMPROVEMENTS TO ALLOW FOR TURF DEPTH.

PLANTING NOTES

10. PLANTS SHALL MEET THE MINIMUM STANDARDS OUTLINED IN THE "AMERICAN STANDARD FOR
NURSERY STOCK" ANSI Z60.1 (2014 OR LATEST EDITION). ALL PLANT MATERIALS ARE SUBJECT TO
APPROVAL BY THE OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION. PLANTS NOT MEETING
THE SET STANDARDS WILL BE REJECTED.

11. PLANT SPECIES SHALL FOLLOW THE APPROVED PLAN. IF SITE CONDITIONS OR PLANT
AVAILABILITY REQUIRE CHANGES TO THE PLAN, THE CONTRACTOR MUST OBTAIN APPROVAL
FROM THE OWNER'S REPRESENTATIVE. PLANT SUBSTITUTIONS SHALL MEET THE ORIGINAL
INTENT OF THE SPECIFIED PLANT'S SIZE AND CHARACTERISTICS.

12. ALL PLANT MATERIAL SHALL CARRY A WARRANTY FOR A PERIOD OF NOT LESS THAN 1 YEAR
AFTER FINAL ACCEPTANCE OF THE PROJECT BY THE OWNER. WARRANTY SHALL BE A ONE-TIME
REPLACEMENT THAT INCLUDES PLANT MATERIAL, INSTALLATION AND LABOR COSTS.

13. PLANT QUANTITIES SHOWN SYMBOLICALLY ON THE PLAN SHALL TAKE PRECEDENT AND BE
INSTALLED OVER THOSE TOTALS IN THE PLANT LIST. NOTIFY OWNER'S REPRESENTATIVE OF ANY
DISCREPANCIES.

14. LAYOUT PLANT BED EDGER LINE AND STAKE INDIVIDUAL PLANT LOCATIONS FOR APPROVAL
BY OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

15. PLANT HOLE BACKFILL SHALL BE 1/3 TOPSOIL, 1/3 COMPOSTED AMENDMENT AND 1/3 NATIVE
SOIL THOROUGHLY MIXED.

16. TREE LOCATION SHALL BE NO CLOSER THAN 3' FROM ALL CURBS & WALKWAYS.

EDGER

17. ALL PLANTING BEDS SHALL BE CONTAINED BY 3/16" X 4" INTERLOCKING STEEL EDGER
PAINTED GREEN OR BLACK. EDGER TO HAVE A ROLLED STEEL TOP FOR SAFETY. SHOULD EDGER
CROSS SWALES OR OTHER LOCATIONS OF CONCENTRATED FLOW, USE PERFORATED EDGER OR
DRILL HOLES TO ALLOW WATER TO PASS- 3 HOLES PER LINEAR FOOT.

MULCH

18. ROCK MULCH IN PLANTING BEDS SHALL BE 3/4" COLORADO RED CRUSHED GRANITE ON
LANDSCAPE WEED BARRIER FABRIC- TYPAR 3301 OR APPROVED EQUAL. DO NOT COVER ABOVE
TREE OR SHRUB PLANTING PIT AREA WITH FABRIC.

19. WOOD MULCH AREAS AND PLANTS IN ROCK  BEDS SHALL BE MULCHED WITH 3-4" DEPTH
DOUBLE SHREDDED CEDAR MULCH- WOOD MULCH RING SIZE SHALL BE  2 TIMES THE DIAMETER
OR THE INSTALLED PLANT ROOT MASS.

20. COBBLES SHALL BE 2-4" DIA. WASHED RIVER COBBLES, "GRAY ROSE" FROM PIONEER
LANDSCAPE SUPPLY OR APPROVED EQUAL.

21. ALL MULCHES SHALL BE APPROVED BY OWNER PRIOR TO INSTALLATION.

22. ALL TREES IN SEEDED OR SODDED AREAS WILL HAVE A MULCH RING WITH NATURAL CEDAR
FIBER MULCH AT 3-4" DEPTH AND AT LEAST 3-4' IN DIAMETER.

SEEDING

23. ALL AREAS TO BE SEEDED SHALL BE SCARIFIED TO A DEPTH OF 4" (MIN.) INCORPORATING 15
LBS. OF 0-45-0 FERTILIZER/1000 S.F.AND FINE GRADED TO +/- .1'. RAKED TO A SMOOTH, UNIFORM,
FIRM (85% STANDARD MAX.) SURFACE WITHOUT DEPRESSIONS WHERE WATER MAY COLLECT.
AREAS SHALL BE SEEDED WITH A UNIFORM MIXTURE OF THE STATED #1 NATIVE NON-IRRIGATED
MIX. AREAS SHALL BE PROTECTED FROM COMPACTION PRIOR TO SEEDING.

24. SEED EVENLY AT THE RATE STATED. HAY BALES SHALL BE INSTALLED AS TEMPORARY
CHECK DAMS WHERE DRAINAGE SWALES AND EROSION CHANNELS MAY FORM. HAY BALES
SHALL BE DUG INTO THE SURFACE AND STAKED TO INSURE NO SOIL IS WASHED OUT FROM
BENEATH THE BALES.

25. ANY SLOPES 3:1 to 2.5:1 SHALL BE COVERED WITH NORTH AMERICAN GREEN S150 EROSION
CONTROL MAT OR APPROVED EQUAL. NORTH AMERICAN GREEN, 5401 ST WENDEL CYNTHIANA
RD, POSEYVILLE, IN 47633 (812) 963-3373.

26. FOLLOWING SEEDING OPERATIONS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
MAINTAINING GROWTH OF THE SEEDED AREAS- WEEDING & FERTILIZATION UNTIL AN
ACCEPTABLE STAND OF GRASS IS ESTABLISHED.

27. AT THE END OF THE 1-YEAR WARRANTY PERIOD BARE SEEDED OR WEED-FILLED AREAS
LARGER THAN 1'X1' SHALL BE RESEEDED.

28. LANDSCAPE SHALL BE MAINTAINED TO ENURE WATER EFFICIENCY. A REGULAR
MAINTENANCE SCHEDULE SHALL INCLUDE BUT NOT BE LIMITED TO CHECKING, ADJUSTING, &
REPAIRING IRRIGATION EQUIPMENT, RESETTING THE AUTOMATIC CONTROLLER, AERATING &
DE-THATCHING TURF AREAS (ONLY IF NEEDED), REPLENTISHING MULCH, FERTILIZING, PRUNING,
& WEEDING IN ALL LANDSCAPED AREAS.

Cobble Mulch

2-4" DIA. RIVER COBBLES. SEE NOTES.

2" DEPTH PEA GRAVEL BED-
FILL VOIDS WITH PEA GRAVEL

WEED FABRIC

COMPACTED SUBGRADE

EXCAVATE TO HOLD COBBLES BELOW
ADJACENT WALK OR CURB.

SPECIFIED MULCH, TAPER  MULCH 
DEPTH AT EDGE OF PAVEMENT.

Typical Construction Edges

MULCH ADJACENT TO PAVEMENT & CURB

OR CURB

PAVEMENT OR CURB
FINISH GRADE 1" BELOW TOP OF

FINISH GRADE 1" BELOW TOP OF 
PAVEMENT OF CURB.

GRASS ADJACENT TO PAVEMENT OR CURB

PAVEMENT

 OR CURB
PAVEMENT 

NOT TO SCALE

SEEDING AND MULCHING INSTALLATION NOTES

1. SEE PLAN FOR:
- AREA OF SEEDING AND MULCHING.
- TYPE OF SEED MIX

2. ALL BRANDS FURNISHED SHALL BE FREE OF NOXIOUS SEEPS AS RUSSIAN OR CANADIAN THISTLE,
COARSE FESCUE, EUROPEAN BINDWEED, JOHNSON GRASS, KNAP WEED AND LEAFY SPURGE.

3. THE SEEDER SHALL FURNISH TO THE CONTRACTOR A SIGNED STATEIAENT CERTlFYING THAT THE SEED
FURNISHED IS FROM A LOT THAT HAS BEEN TESTED BY A RECOGNIZED LABORATORY. SEED WHICH HAS
BECOME WET, MOLDY, OR OTHERWISE DAMAGED IN TRANSIT OR IN STORAGE WILL NOT BE ACCEPTABLE.
SEED TCKETS SHALL BE PROVIDED TO THE OWNER UPON REQUEST.

4. SEEDING MIXES SHALL CONFORM TO THE TABLE ON THE PLAN:

5. IF THE SEED AVAILABLE ON THE MARKET DOES NOT MEET THE MINIMUM PURITY AND GERMINATlON
PERCENTAGES SPECIFIED, THE SUBCONTRACTOR MUST COMPENSATE FOR A LESSER PERCENTAGE OF
PURITY OR GERMINATlON BY FURNISHING SUFFICENT ADDITIONAL SEED TO EQUAL THE SPECIFlED
PRODUCT. THE TAGS FROM THE SEED MIXES MUST BE SUPPLIED TO CONTRACTOR AND FORWARDED TO
THE OWNER'S REPRESENTATIVE.

6. THE FORMULA USED FOR DETERMINING THE QUANTITY or PURE L.M SEED (PLS) SHALL BE (POUNDS or
SEED) X (PURITY) X (GERMINATlON) = POUNOS or PURE LIVE SEED (PLS).

7. PERMANENT SEED MIX SHALL BE USED UNLESS OTHERWISE APPROVED BY THE OWNER'S
REPRESENTATIVE.THE USE OF TEMPPORARY NURSERY CROP IN PERMANENT AND LOW GROW MXES IS
PROHIBITED.

8. ALL AREAS TO BE SEEDED AND MULCHED SHALL HAVE NATIVE TOPSOIL SPREA!D TO A DEPTH OF AT
LEAST 8 INCHES (LOOSE DEPTH). HAUL ROADS AND OTHER COMPACTED AREAS SHALL BE LOOSENED TO
A DEPTH OF 6 INCHES PRIOR TO SPREADING TOPSOIL.

9. FOR PERMANANTLY IRRIGATED AREAS OR FOR AREAS WITH INADEQUATE TOPSOIL SHALL BE
AMENDED PRIOR TO SEEDING. SOIL AMENDMENTS SHALL BE IN COMPLIANCE WITH THE
SPECIFIICATIONS. MINIMUM SOIL AMENDMENTS SHALL BE 3 CUBIC YARDS OF ORGA!NIC-MATTER PER 1000
SQUARE FEET OF SEEDED AREAS, AND SHALL BE TILLED TO A MINIMUM DEPTH OF 8 INCHES. SOIL
AMENDMENTS SHALL BE TESTED TWO WEEKS IN ADVANCE OF ITS USE AND RESULTS SUBMITTED FOR
APPROVAL BY THE OWNER'S REPRESENTATIVE.

10. SOIL IS TO BE THOROUGHLY LOOSENED (TILLED) TO A DEPTH OF AT LEAST 6 INCHES PRIOR TO
SEEDING. THE TOP 6 INCHES OF THE SEED BED SHALL BE FREE OF ROCKS GREATER THAN 6 INCHES AND
SOIL CLODS GREATER THAN 2 INCHES. SEEDING OVER ANY COMPACTED AREAS THAT HAVEN'T BEEN
THOROUGHLY LOOSENED SHALL BE REJECTED. SEED BED SHALL BE FREE OF WEEDS.

11. SEED IS TO BE APPLIED USING A MECHANICAL DRILL TO A DEPTH NOT LESS THAN ¼ INCH AND NOT
MORE THAN 3/4 INCH. ROW SPACING SHALL BE NO MORE THAN 8 INCHES. MATERIAL USED FOR MULCH
SHALL CONSIST OF WEED-FREE LONG- STEMMED STRAW. AT LEAST 50 PERCENT or THE MULCH, BY
WEIGHT, SHALL BE 10 INCHES OR MORE IN LENGTH. MULCH SHALL BE APPLIED AND MECHANICALLY
ANCHORED TO A DEPTH OF AT LEAST 4 INCHES. MULCH SHALL BE APPLIED AT A RATE or 4000 LB. OF
STRAW PER ACRE.

12. IF THE CONTRACTOR DEMONSTRATES TO THE OWNER'S REPRESENTATIVE THAT IT IS NOT POSSIBLE
TO DRILL SEED, SEED IS TO BE UNIFORMLY BROADCAST AT TWO TIMES THE DRILLED RATE, THEN LIGHTLY
HARROWED TO PROVIDE A SEED DEPTH OF APPROXIMATELY 1/4 INCH, THEN
ROLLED TO COMPACT, THEN MULCHED AS SPECIFlED ABOVE.

13. ALL SEEDED AREAS SHALL BE MULCHED, CRIMPED AND TACKIFlED WITHIN 24-HOURS AFTER SEEDING.

14. TACKIFlER SHOULD BE UTILIZED TO HELP WITH STRAW DISPLACEMENT. THE TACKIFIER MATERIAL
SHALL CONSIST OF A FREE-FLOWING, NON-CORROSIVE POWDER PRODUCED FROM THE NATURAL PLAT
GUM OF PLANTAGO INSULARIS, (DESERT INDIANWHEAT), APPLIED IN A SLURRY WITH WATER AND WOOD
FlBER. THE POWDER SHALL POSSESS THE FOLLOWING PROPERTlES: PROTEIN CONTENT = 1.6 +/-0.2%;
ASH CONTENT = 2.7 +/-0.2"; FIBER = 4.0 +/- 0.4%; PH 1% SOLUTION = 6.5 - 8.0. THE MATERIAL SHALL NOT
CONTAIN ANY MINERAL FlLLER, RECYCLED CELLULOSE FlBER, CLAYS, OR OTHER SUBSTANCES, WHICH
MAY INHIBIT GERMINATlON OR GROWTH or PLANTS. THE WOOO FlBER AND WATER USED SHALL CONFORN
TO THE COLORADO HIGHWAY SPECIFICATlONS, SUBSECTION 213.02 - PAR. 8, AND SUBSECTION 209.02,
RESPECTIVELY. APPLY TACKIFlER WITH A SPRAY NOZZLE, DISPENSING A MIST THAT WILL UNIFORMLY
COVER THE SURFACE.

15. ALL SEEDED AREAS SHALL BE KEPT IN A DAMP CONDITION, FOR AT LEAST 14 DAYS AFTER SEEDING,
TO AID IN GERMINATION. SOME FORM OF IRRIGATI0N MAY BE REQUIRED TO ACHIEVE THIS GOAL. AND IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO PERFORM ANY AND ALL NECESSARY OPERATIONS TO
THAT END. THE MEANS OF IRRIGATION SHALL BE APPROVED BY THE OWNER'S REPRESENTATIVE AND
PROPER PERMITS OBTAINED PRIOR TO IMPLEMENTATION. DIRECT FLOWS FROM LARGE HOSES, WHICH
COULD DAMAGE THE MULCH, WILL NOT BE PERMITTED.

16. SEEDED AND MULCHED AREAS SHALL BE INSPECTED FOR REQUIRED COVERAGE MONTHLY FOR A
PERIOD OF TWO YEARS FOLLOWING INITIAL SEEDING. REPAIRS AND RE-SEEDING AND MULCHING SHALL
BE UNDERTAKEN AFTER THE FIRST AND SECOND GROWING SEASON OR AS REQUESTED BY THE OWNER
FOR ANY AREAS FAILING TO MEET THE REQUIRED COVERAGE.

17. RILL AND GULLY EROSION SHALL BE FlLLED WITH TOPSOL PRIOR TO RESEEDING. THE RESEEDING
METHOD SHALL BE APPROVED BY THE OWNER'S REPRESENTATIVE.

18. NOXIOUS WEEDS SHALL BE CONTROLLED IN A MANNER ACCEPTABUE TO THE OWNER'S
REPRESENTATIVE.

19. REQUIRIED COVERAGE FOR SEED MIXES SHALL BE DEFINED AS FOLLOWS:
A. THREE (3) PLANTS PER SQUARE FOOT WITH A MINIMUM HEIGHT OF 3 INCHES. THE 3 PLANTS PER

SQUARE FOOT    SHALL BE OF THE VARIETY AND SPECIES FOUND IN THE APPROVED MIX.
B. NO BARE AREAS LARGER THAN 4 SQUARE FEET (TWO-FEET BY TWO-FEET OR EQUIVALENT).
C. FREE OF ERODED AREAS.
D. FREE FROM INFESTATION OF NOXIOUS WEEDS.
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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the Architect as required.

The General Contractor shall check and verify all levels, datums
and dimensions and shall report any and all errors and omissions
to the Architect immediately.

This drawings is intended to be used in conjunction withstructural,
mechanical, electrical and/or any other consultants' drawings that
may be applicable.

This drawing is the exclusive property of the Architect and must
not be reproduced without his written permission.
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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the Architect as required.

The General Contractor shall check and verify all levels, datums
and dimensions and shall report any and all errors and omissions
to the Architect immediately.

This drawings is intended to be used in conjunction withstructural,
mechanical, electrical and/or any other consultants' drawings that
may be applicable.

This drawing is the exclusive property of the Architect and must
not be reproduced without his written permission.
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TO FINISH GRADE
NOTE:  SET HEAD PERPENDICULAR

1/2" MIPxFIP SCH. 40 PVC ELL 

APPLICABLE

CURB & GUTTER, SIDEWALK
OR HARD SURFACE WHERE 

POP-UP SPRAY HEAD

POLYETHYLENE LATERAL PIPING W/ INSERTx1/2"

SET BOTTOM OF CAP AT GRADE

FIPT FITTING AND STAINLESS STEEL CLAMPS

3"

DOUBLE CLAMP 1 1/2" & 2" DIAMETER FITTINGS
30-60
DEGREES

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

1/2" PVC MIPTxBARB SWING PIPE FITTING

1/2" DIA. POLYETHYLENE SWING/FLEX PIPE - 8"-12" 

1/2" PVC MIPTxBARB SWING PIPE FITTING

VALVE BOXES SHALL BE INSTALLED PARALLEL OR PERPENDICULAR
TO ADJACENT SIDEWALKS AND HARD SURFACES WHERE APPLICABLE

NOTE:  DIAMETERS OF BALL VALVES, PVC FITTINGS AND NIPPLES 

DUCTILE, GASKETED FITTING - REFER
SERVICE TEE - SOLVENT WELD PVC OR

SCH. 80 PVC NIPPLE - LENGTH AS 

3/4" WASHED RIVER ROCK SUMP - FILL BOX TO 

SHALL EQUAL ELECTRIC CONTROL VALVE DIAMETER

BOTTOM OF VALVE BODY

CONTROL WIRE BUNDLE

REQUIRED

TO SPECIFICATIONS

CENTER BOX OVER ASSEMBLY

PVC MIPTxINSERT ADAPTER

CONTROL/COMMON WIRING WITHIN VALVE
PROVIDE 12" CONTINUOUS COILS OF ALL SPARE

POLY LATERAL - SWEEP TO SPECIFIED DEPTH

REFER TO TECHNICAL SPECIFICATIONS. 
LID WITH CONTROLLER & STATION #.  
RECTANGULAR VALVE BOX. BRAND

PVC BALL VALVE - FIPTxFIPT

4" MIN.

ELECTRIC CONTROL VALVE

BOX

FINISH GRADE

STAINLESS STEEL CLAMP - INSTALL TWO CLAMPS ON
1 1/2" & 2" DIA. FITTINGS

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

WATERPROOF WIRE SPLICE KIT - RE: SPECS.

1" BRASS NIPPLE
LENGTH AS REQUIRED

3" OF BOTTOM OF QCV LID

SPECIFICATIONS.
LID.  REFER TO TECHNICAL
BRAND "QC" INTO VALVE BOX
10" ROUND VALVE BOX

QUICK COUPLING VALVE

SUMP - FILL BOX TO WITHIN
3/4" WASHED RIVER ROCK 

FINISH GRADE

3

3"

SOLVENT WELD OR GASKETED  FITTING
REFER TO SPECIFICATIONS

PRESSURE MAINLINE SERVICE TEE -

1-1"x3" SCH.80 PVC NIPPLE

1" SCH.80 PVC FIPxFIP 90 ELL

1"x12" SCH.80 PVC NIPPLE

1" BRASS FIPxFIP 90 ELL

1" SCH.80 PVC FIPxFIP 

1-1x3" SCH.80 PVC NIPPLE

90 ELL

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

ASSEMBLY.
NOTE: CENTER BOX OVER VALVE 

BOTTOM OF VALVE AND PIPING
3/4" WASHED RIVER ROCK SUMP - ADD TO 

RECTANGULAR VALVE BOX WITH
EXTENSION - BRAND "MV" INTO 
VALVE BOX LID.  REFER TO
TECHNICAL SPECIFICATIONS.

DIAMETER
FOR MANUFACTURER, MODEL # AND
REFER TO EQUIPMENT SCHEDULE
ELECTRIC MASTER CONTROL VALVE

FINISH GRADE

PRESSURE  MAINLINE

SLIPxMIPT SCH. 40 PVC ADAPTER (2)

#14 AWG UFUL WIRES (MASTER VALVE 
SOLENOID)  - ONE BLUE, ONE GREEN - 
EXTEND TO CONTROLLER - (RE: IRRIG. 

36" COIL #14 AWG UFUL WIRING (SPARE
MASTER VALVE WIRE) - BROWN.

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

WATERPROOF WIRE SPLICE KIT - RE: SPECS

ADAPTER OUTSIDE OF VALVE BOX.
LENGTH IN BOX TO  EXTEND HOSE
3/4" DRIP TUBING - COIL SUFFICIENT

3/4" WASHED RIVER ROCK SUMP (1 CU. FT.)

WITH CAP 
COMPRESSION (OR INSERT) FITTING

TO TECHNICAL SPECIFICATIONS.
"DB" INTO VALVE BOX LID.  REFER 
10" ROUND VALVE BOX - BRAND 

FINISH GRADE

NOZZLE AND SWING PIPE
6" POP-UP SPRAY HEAD WITH CLOSED

COMPRESSION-TYPE OR INSERT TEE  
(W/ CLAMPS)

DEFLECT TUBING TO PERMIT ENTRY THROUGH
THROUGH BOTTOM OF VALVE BOX.

(ZONE OPERATIONAL INDICATOR)

UNDERGROUND LOCATIONS)
PVC CONDUIT W/ SWEEP ELL (TYP.

EMT MALE ADAPTER & PVC FEMALE ADAPTER

EMT CONDUIT - DIA. TO ACCOMMODATE
CONTROL WIRE QUANTITY/120 VOLT

FINISH GRADE

ELECTRIC CONTROLLER

EMT MALE APAPTER W/ WASHER & LOCK 

SECURE CONDUIT TO WALL 18" O.C.

SECURE CONTROLLER TO WALL WITH ANCHOR
BOLTS

18"

54" MIN.
60" MAX.

RING

ELECTRICAL POWER

TYP. IRRIGATION & 120 VOLT WIRE CONDUIT

J-BOX (120 VOLT ELECTRICAL)
INTERMATIC AG2401 SURGE ARRESTOR

NOTES:
DEPTH OF 120 VOLT ELECTRICAL CONDUIT SHALL MEET LOCAL CODE REQUIREMENTS
IRRIGATION CONTROL WIRE CONDUIT(S) SHALL TERMINATE WITHIN LANDSCAPE AREA.
CONDUIT(S) SHALL BE CONTINUOUS.

120 VOLT ELECTRICAL WIRING SHALL NOT BE ROUTED THROUGH IRRIGATION WIRE
CONDUIT

18"

TOP OF SENSOR TO BE ABOVE GUTTER

WITHIN CONTROLLER PEDESTAL
NOTE:  MOUNT RAIN SENSOR RECEIVER 

SECURE VIA. STAINLESS STEEL WORM-GEAR CLAMPS

HUNTER ADJUSTABLE LENGTH MOUNTING

HUNTER WIRELESS RAIN/FREEZE-CLIK - 

LIGHT POLE

AND/OR ANY OBSTRUCTIONS

ARM

FINAL LOCATION OF SENSOR SHALL BE
APPROVED BY OWNER PRIOR TO
INSTALLATION.

PVC PRESSURE MAINLINE

SEE TECHNICAL SPECIFICATIONS
3/4" WASHED RIVER ROCK SUMP

3/4"x4" PVC NIPPLE SCH. 80

3/4" MxF SCH.40 PVC 90 ELL 

SOIL BLANKET COVERING SUMP

3/4" BRASS BALL CURB VALVE W/ SLOT-TYPE OPERATOR

FOR SUMP SIZE

4"

FINISH GRADE

3/4"x6" BRASS NIPPLE - LENGTH AS REQUIRED

3/4"xCL PVC NIPPLE SCH. 80 (2)
3/4" FxF SCH.80 PVC 90 ELL (2)

2" CL200 PVC ACCESS SLEEVE - 

3/4" WASHED RIVER ROCK SUMP

TECHNICAL SPECIFICATIONS
THE LETTER "D" IN LID- REFER TO
10" ROUND VALVE BOX - BRAND

LENGTH AS REQUIRED

1 CU. FT.

2" VALVE MARKER

TO PROVIDE ADEQUATE CLEARANCE OF MAIN PIPING

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

MUELLER CO. #B-20287N SERIES

INSTALL ASSEMBLY TO REST ON GRAVEL SUMP.  CONTAIN ENTIRE ASSEMBLY WITHIN BOX.
NO VALVE BOX EXTENSIONS WILL BE ACCEPTED
PROVIDE 2" MIN. CLEARANCE BETWEEN TOP OF FILTER AND BOTTOM OF BOX LID

TOP OF VALVE BOX TO BE FLUSH WITH FINISH GRADE

NOTE:

STAINLESS STEEL WORM GEAR CLAMP & 1" INSxMIPT ADAPTER

RAIN BIRD 1" PEB CONTROL VALVE

1" POLYETHYLENE DRIP SUPPLY PIPING TO FIRST TEE LOCATION

RAIN BIRD 1" PRB100 BASKET FILTER W/ 200 MESH SCREEN

VALVE BOX SHALL NOT REST ON DRIP TUBING/PIPING

DUCTILE IRON, GASKETED FITTING - REFER
SERVICE TEE - SOLVENT WELD PVC OR

1" SCH. 80 PVC NIPPLE - LENGTH AS 

3/4" WASHED RIVER ROCK SUMP - FILL BOX TO 

CONTROL WIRE BUNDLE

REQUIRED

TO SPECIFICATIONS

CENTER BOX OVER ASSEMBLY

AND COMMON WIRING WITHIN VALVE BOX (RE: SPECS.)
PROVIDE 12" CONTINUOUS COILS OF ALL SPARE CONTROL 

& STATION NUMBER.  REFER TO TECHNICAL SPECIFICATIONS.
RECTANGULAR VALVE BOX. BRAND BOX LID WITH CONTROLLER

FINISH GRADE

1" SCH. 40 PVC BALL VALVE (FxF) W/ TWO 1"x2" SCH. 80 PVC 
NIPPLES

BOTTOM OF ASSEMBLY

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

1" SCH. 40 FxF COUPLING AND INSERTxMIPT ADAPTER
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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the Architect as required.

The General Contractor shall check and verify all levels, datums
and dimensions and shall report any and all errors and omissions
to the Architect immediately.

This drawings is intended to be used in conjunction withstructural,
mechanical, electrical and/or any other consultants' drawings that
may be applicable.

This drawing is the exclusive property of the Architect and must
not be reproduced without his written permission.

EMITTER - ALL EMITTERS TO CONTACT 

-REFER TO NOTES FOR

PLAN

MULCH - RE: LANDSCAPE

PLANTING BACKFILL MATERIAL

EMITTER QUANTITY AND MODEL #

PLANT ROOTBALL

TUBING ANCHOR STAKE @ 7 FT. INTERVALS

POLY DRIP TUBING

WEED BARRIER FABRIC - WHERE

PLANT MATERIAL
EMITTER

ROOTBALL

NOTE:

SECTION

IF PLANTING ON A 4:1 SLOPE OR GREATER, INSTALL EMITTERS ON UPHILL 

FLUSH ALL LINES THOROUGHLY PRIOR TO EMITTER INSTALLATION.
INSTALL EMITTERS ON OPPOSING SIDES OF ROOTBALL.  

SIDE OF ROOTBALL.

INSTALL TWO 1/2 GPH EMITTERS PER 5 GAL. SHRUB, ONE 1/2 GPH EMITTER PER 1 GAL. PLANT

APPLICABLE

1/4" BARBED TEE (RAIN BIRD XBF3TEE OR EQUAL)

MICRO-TUBE STAKE (RAIN BIRD TS-025)

1/4" POLYETHYLENE MICRO-TUBING

1/4" MICRO-TUBING
1/4" TUBING STAKE

ALL EMITTERS TO BE PRESSURE-COMPENSATING RAIN BIRD XB-05PC SERIES 

SUBMITTAL #2 01.26.21

PLAN

INSTALL EIGHT EQUALLY SPACED EMITTERS

PLANT ROOTBALL

INSERT TEE W/ CLAMPS

3/4" POLY DRIP TUBING (TYP.)

6" SOIL STAPLE (TYP.)

36"

12"

3/4" POLY DRIP TUBING

INSERT TEE W/ CLAMPS (TYP.)

2 GPH PRESSURE COMPENSATING EMITTER - 

PER TREE

3/4" PVC BALL VALVE 
FLUSH VALVE

ALL TUBING TO BE INSTALLED ON SOIL SURFACE

THOROUGHLY FLUSH ALL TUBING PRIOR TO 
INSTALLING EMITTERS

18"

BACKFILL MATERIAL (TYPICAL)

CONTROL WIRES

PVC MAINLINE

FINISH GRADE

18"

12"

HI-POP SPRAY HEAD LATERAL 
SPRAY HEAD AND BUBBLER
LATERAL PIPING, DRIP 

NOTE:  REFER TO TECHNICAL SPECIFICATIONS
FOR MINIMUM TRENCH WIDTHS.

TUBING IN TURF OR SEED

REFER TO TECHNICAL SPECIFICATIONS

AREAS.
PIPING

SUBMITTAL #3 05.14.21
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VALVE BOX. REFER TO 
BRAND "GV" ON LID OF

3"

GATE VALVE W/ CROSS HANDLE

PVC PRESSURE MAINLINE

PRESSURE MAINLINE
AND CONTACT TOP OF
BOTTOM TO BE NOTCHED
6" CLASS 160 PVC SLEEVE

10" ROUND VALVE BOX

SCH. 40 PVC MALE ADAPTER (2) - SIZE

TECHNICAL SPECIFICATIONS.

FINISH GRADE

TO EQUAL GATE VALVE DIAMETER 

2"

OF 6" PVC ACCESS SLEEVE
FILL BOX TO WITHIN 2" OF TOP 
3/4" WASHED RIVER ROCK SUMP - 

UNDISTURBED SOIL

AND SOLID WEDGE DISC

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 
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DO NOT SCALE THE DRAWINGS,

Request verification of dimensions from the Architect as required.

The General Contractor shall check and verify all levels, datums
and dimensions and shall report any and all errors and omissions
to the Architect immediately.

This drawings is intended to be used in conjunction withstructural,
mechanical, electrical and/or any other consultants' drawings that
may be applicable.

This drawing is the exclusive property of the Architect and must
not be reproduced without his written permission.

NOTE: SET HEAD PERPENDICULAR TO

 1/2" MALExBARB  90 ELBOW

1/2" MALExBARB ADAPTER

FIPT FITTING
POLY LATERAL PIPING W/ INSERTx1/2" 

1/2" FLEX PIPE (24" MAX. LENGTH)

FINISH GRADE

12" HI-POP SPRAY HEAD

CURB AND GUTTER, SIDEWALK OR
HARD SURFACE WHERE APPLICABLE

SET BOTTOM OF CAP AT GRADE

6"

DOUBLE CLAMP 1 1/2" & 2" DIAMETER FITTINGS

SWING JOINT CONNECTION
SIDE INLET IS NOT TO BE UTILIZED FOR

(SPEARS BLUE 75 OR EQUAL)
PETROLEUM DISTILLATES TO  ALL MALE-THREADED FITTINGS
APPLY NON-HARDENING THREAD SEALANT CONTAINING NO 

SUBMITTAL #2 01.26.21

2" TYPE "L" RIGID COPPER TUBING

SECURE BACKFLOW PREVENTER ASSEMBLY

FASTEN TUBING TO FINISH FLOOR @ 18" 0.C.

AND COPPER TUBING TO WALL VIA UNI-STRUT 
CHANNEL AND COPPER FASTENERS AT 6 FT. O.C.

VENT BACKFLOW PREVENTER DRAIN INTO 

FINISH FLOOR

FLOOR DRAIN

FEBCO 860  REDUCED PRESSURE BACKFLOW 

1" TYPE "K" RIGID COPPER TO 

PREVENTER WITH INTEGRAL UNIONS

FLOW FEBCO 601 AIR GAP DRAIN

CxM ADAPTER - LINE SIZE

WATER METER UPSTREAM OF ANY PRESSURE
COLD WATER SERVICE LINE DOWNSTREAM OF

TYPE "K" RIGID COPPER - CONNECT TO BUILDING 

REDUCING VALVES OR OTHER BUILDING SERVICE
EQUIPMENT

12" MIN. 

LANDSCAPE AREA.

THE IRRIGATION BACKFLOW DEVICE WILL NEED TO BE TESTED AND CERTIFIED PRIOR TO THE WATER
METER INSTALLATION AND WILL NEED TO BE TESTED AT THE TIME OF WATER TURN ON FOR THE
BUILDING.  TESTING TO BE COORDINATED AND PAID BY CONTRACTOR.
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